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[bookmark: _Toc408371044][bookmark: _Toc435809682]Abstract: This document includes a pCR proposal to clean-up Editor’s notes/FFS from the latest TR 22.839 (v1.1.0).
Proposal
[bookmark: _Hlk76924230]A pCR proposal is provided below, based on the latest TR version agreed in S1-94bis (S1-212100). 

Note: the proposal is to replace those remaining editor notes/FFS, left in some of the gap analysis sections, by a common statement aligned and consistent with other parts of the TR (e.g sec. 7 and other gap analysis sections).


------------------ First Change --------------------
[bookmark: _Toc74153543]
5.1.5	Existing features partly or fully covering the use case functionality
Editor’s note: FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------
[bookmark: _Toc74153550]
5.2.5	Existing features partly or fully covering the use case functionality
Editor’s note: FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------
[bookmark: _Toc74153564]5.4.5	Existing features partly or fully covering the use case functionality
Editor’s note: FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------
[bookmark: _Toc74153571]5.5.5	Existing features partly or fully covering the use case functionality
Editor’s note: FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------

[bookmark: _Toc74153578]5.6.5	Existing features partly or fully covering the use case functionality
Editor’s note: FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------

[bookmark: _Toc74153585]5.7.5	Existing features partly or fully covering the use case functionality
Editor’s note: FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------

[bookmark: _Toc74153592]5.8.5	Existing features partly or fully covering the use case functionality
FFS
Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------

[bookmark: _Toc74153599]5.9.5	Existing features partly or fully covering the use case functionality
Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------

[bookmark: _Toc74153606]5.10.5	Existing features partly or fully covering the use case functionality
Editor’s note: FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------

[bookmark: _Toc74153644]5.14.5	Existing features partly or fully covering the use case functionality
Editor’s note: FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

------------------ Next  Change --------------------

[bookmark: _Toc74153679]5.20.5	Existing features partly or fully covering the use case functionality
TS23.501 (Annex D) describes the concept of overlay network connection on top of underlay network connection, which does not fully cover the target use case and requirements, intended to be specific to mobile BS relays. 
Editor’s note: it is FFS if the above functionalities may cover the target use case and requirements.

------------------ Next  Change --------------------

[bookmark: _Toc74153693]5.22.5	Existing features partly or fully covering the use case functionality
FFS.Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.


------------------ Last  Change --------------------

[bookmark: _Toc74153700]5.23.5	Existing features partly or fully covering the use case functionality
Current stage-1 requirements (e.g. on wireless self-backhaul, in TS 22.261), as well as existing stage-2/3 functionalities and architecture options (e.g. IAB) do not assume or address full relay mobility (e.g. BS relays on board of moving vehicles), thus may not cover the identified new potential requirements, which are intended to be specific to mobile BS relays.

