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[bookmark: _Toc45387032]================== First Change =====================

10.4	Emergency calls in the IM CN subsystem
[bookmark: _Toc45387033]10.4.1	General
The IM CN subsystem shall support IMS emergency calls. It shall be possible to set up emergency calls initiated by an emergency call number.
If a UE supports IMS Multimedia Telephony service with speech media as specified in TS 22.173 [40] via an access network, then it shall also support IMS emergency calls via that access network.
Subject to the regulatory requirement, the IM CN subsystem shall be able to unambiguously identify each emergency service defined in the national numbering plan for the country in which the UE is located.
In accordance with national regulations for where the subscriber is located, if the UE does not recognise a dialled number as an emergency call number but the IM CN where the subscriber is located does recognise the dialled number as an emergency call number (e.g. a number used in the local emergency numbering plan) then the call shall be routed as an emergency call indicating the type of emergency service to the correct PSAP. Subject to operator setting the call may be prioritized.
Note 1:	The above does not preclude the network rejecting the call and requesting the UE to setup a new emergency call to the same emergency service.
The serving network may download emergency call numbers and emergency call types, together with a validity indication of this list, for use in the IM CN subsystem so that local emergency call numbers are made known to the UE . Depending on the validity indication, the UE shall regard these emergency numbers and emergency call types as valid in that country (as identified by the MCC) and shall discard them when a new country is entered , or the UE shall regard these emergency numbers and emergency call types as valid in that serving network, which can be a PLMN (as identified by the MCC and MNC) or an SNPN (as identified by the MCC, MNC and NID), and shall discard them when the UE enters a new PLMN or SNPN.
Emergency calls may be initiated using a private numbering plan [49].
Note 2:	There can be an overlap between the private numbering plan of a hosted enterprise and the public numbering plan, which makes translation of emergency numbers necessary.
Emergency calls may be initiated by a service when requested by the user.
Note 3:	It is not intended to enable automatic setup of emergency calls.
Note 4:	Only speech and GTT-IP [47] media are supported, when required per subclause 10.1, for emergency services towards a CS PSAP.
An emergency call shall take precedence over any other services a UE may be engaged in, if required by local regulation.
Emergency calls from an unauthenticated UE (as far as the IM CN is concerned) shall be supported by the IM CN subsystem, if required by local regulation.
Subject to regulatory requirements, when UEs must be authenticated, both the network and the UE shall support the same authentication and security methods that are used for non-emergency sessions.

================== Next Change =====================

[bookmark: _Toc45387043]10.10 Emergency Services over Non-public networks
Subject to local/regional regulations, the 5G system shall support IMS Multimedia Emergency Sessions services (see clause10.4.2) over non-public network (NPN) [59] for NPNs using IMS.
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