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[bookmark: _Toc29478914][bookmark: _Toc52549737][bookmark: _Toc52550638][bookmark: _Toc68284249]********************************Begin of 1st Change***********************************
[bookmark: _Toc27762050]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [14] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [14].
DOCSIS®	Data Over Cable Service Interface Specifications
INIPUI	IMS Network Independent Public User Identity
SNPN	Standalone Non-Public Network
WebRTC	Web Real-Time Communications 
WiMAX™	Worldwide Interoperability for Microwave Access

Note:	WiMAX™ is a trademark of the WiMAX Forum
DOCSIS® is registered trademark of Cable Television Laboratories, Inc.
cdma2000® is a registered trademark of the Telecommunications Industry Association (TIA-USA)

********************************End of 1st Change***********************************

********************************Begin of 2nd Change**********************************
[bookmark: _Toc27762130]Annex D (normative):
Access to IMS via non-3GPP or via SNPN access
This annex defines additional specific requirements for access to IMS via non-3GPP or via SNPN access.
These requirements shall not apply to terminals having a 3GPP access and are not accessing IMS via SNPN.
For non-3GPP-only terminals or terminals accessing IMS via SNPN access with neither ISIM nor USIM, the IMC may be used to access the IMS via a non-3GPP access technology or via SNPN access. However, if ISIM [21] is present it shall be used to access IMS or if ISIM is not present but USIM [24] is present, USIM shall be used to access IMS.
***********************************End of 2nd Change**********************************

