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========= First Change ==========
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========= Second Change ==========
[bookmark: _Toc45387618][bookmark: _Toc52638663][bookmark: _Toc59116748][bookmark: _Toc61885567][bookmark: _Toc83392192]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
5G enhanced positioning area: a subset of the 5G positioning service area that is assumed to be provided with additional infrastructure or deploy a particular set of positioning technologies to enhance positioning services. 
NOTE 1: 	The enhanced positioning service area represents for example a factory plant, a dense urban area, an area along a road or railway track, a tunnel and covers both indoor and outdoor environments.
5G LAN-type service: a service over the 5G system offering private communication using IP and/or non-, i.e. UEs that are members of the same 5G LAN-VN IP type communications.
[bookmark: _Hlk521434392]5G LAN-virtual network: a virtual network capable of supporting 5G LAN-type service. 
5G satellite access network: 5G access network using at least one satellite. 
5G positioning service area: a service area where positioning services would solely rely on infrastructures and positioning technologies that can be assumed to be present anywhere where 5G is present (e.g. a country-wide operator-supplied 5G network, GNSS, position/motion sensors). NOTE 2: 	This includes both indoor and any outdoor environments.
active communication: a UE is in active communication when it has one or more connections established. A UE may have any combination of PS connections (e.g. PDP contexts, active PDN connections).
activity factor: percentage value of the amount of simultaneous active UEs to the total number of UEs where active means the UEs are exchanging data with the network.
area traffic capacity: total traffic throughput served per geographic area.
authorised administrator: a user or other entity authorised to partially configure and manage a network node in a CPN (e.g. a PRAS, or eRG).
communication service availability: percentage value of the amount of time the end-to-end communication service is delivered according to a specified QoS, divided by the amount of time the system is expected to deliver the end-to-end service.
[bookmark: _Hlk75358260]NOTE 3:	The end point in "end-to-end" is the communication service interface.
NOTE 4:	The communication service is considered unavailable if it does not meet the pertinent QoS requirements. For example, the communication service is unavailable if a message is not correctly received within a specified time, which is the sum of maximum allowed end-to-end latency and survival time.
Customer Premises Network: a network located within a premise (e.g. a residence, office or shop), which is owned, installed and/or (at least partially) configured by the customer of a public network operator.
direct device connection: the connection between two UEs without any network entity in the middle.
direct network connection: one mode of network connection, where there is no relay UE between a UE and the 5G network.
Disaster Condition: This is the condition that a government decides when to initiate and terminate, e.g. a natural disaster. When this condition applies, users may have the opportunity to mitigate service interruptions and failures.
Disaster Inbound Roamer: A user that (a) cannot get service from the PLMN it would normally be served by, due to failure of service during a Disaster Condition, and (b) is able to register with other PLMNs.
Disaster Roaming: This is the special roaming policy that applies during a Disaster Condition.
end-to-end latency: the time that it takes to transfer a given piece of information from a source to a destination, measured at the communication interface, from the moment it is transmitted by the source to the moment it is successfully received at the destination.
[bookmark: _Hlk75354616][bookmark: _Hlk78669510]evolved Residential Gateway: a gateway between the public operator network (fixed/mobile/cable) and a customer premises network.
holdover: A clock A, previously synchronized/syntonized to another clock B (normally a primary reference or a Master Clock) but whose frequency is determined in part using data acquired while it was synchronized/syntonized to B, is said to be in holdover or in the holdover mode as long as it is within its accuracy requirements.
NOTE 4bis:	holdover is defined in [31]
Holdover time: the time period that is available to repair the first priority timing source when it is lost (e.g., when the primary GNSS reference is lost). During this period the synchronization accuracy requirement should be guaranteed, e.g., by means of defining multiple synchronization references.
Hosted Service: a service containing the operator's own application(s) and/or trusted third-party application(s) in the Service Hosting Environment, which can be accessed by the user.
hybrid access: access consisting of multiple different access types combined, such as fixed wireless access and wireline access.
indirect network connection: one mode of network connection, where there is a relay UE between a UE and the 5G network.
IoT device: a type of UE which is dedicated for a set of specific use cases or services and which is allowed to make use of certain features restricted to this type of UEs.
NOTE 5:	An IoT device may be optimized for the specific needs of services and application being executed (e.g. smart home/city, smart utilities, e-Health and smart wearables). Some IoT devices are not intended for human type communications.
network slice: a set of network functions and corresponding resources necessary to provide the required telecommunication services and network capabilities.
NG-RAN: a radio access network connecting to the 5G core network which uses NR, E-UTRA, or both. 
non-public network: a network that is intended for non-public use.
NR: the new 5G radio access technology. 
Personal IoT Network: A configured and managed group of at least one UE and one or more PIN Element that communicate with each other.
PIN Element: UE or non-3GPP device that can communicate within a PIN.
PIN direct connection: the connection between two PIN Elements without any 3GPP RAN or core network entity in the middle.
NOTE 5A:	A PIN direct connection could internally be relayed by other PIN Elements.
NOTE 5B:	When a PIN direct connection is between two PIN Elements that are UEs this direct connection is typically known as a direct device connection.
PIN Element with Gateway Capability: a UE PIN Element that has the ability to provide connectivity to and from the 5G network for other PIN Elements.
NOTE 5C:	A PIN Element can have both PIN management capability and Gateway Capability.
PIN Element with Management Capability: A PIN Element with capability to manage the PIN.
positioning service availability: percentage value of the amount of time the positioning service is delivering the required position-related data within the performance requirements, divided by the amount of time the system is expected to deliver the positioning service according to the specification in the targeted service area.
positioning service latency: time elapsed between the event that triggers the determination of the position-related data and the availability of the position-related data at the system interface.
Premises Radio Access Station: a base station installed at a customer premises network.
priority service: a service that requires priority treatment based on regional/national or operator policies.
private communication: a communication between two or more UEs belonging to a restricted set of UEs.
private network: an isolated network deployment that does not interact with a public network.
private slice: a dedicated network slice deployment for the sole use by a specific third-party.
[bookmark: _Hlk48835424]Ranging: refers to the determination of the distance between two UEs and/or the direction of one UE from the other one via direct device connection.
relative positioning: relative positioning is to estimate position relatively to other network elements or relatively to other UEs.
reliability: in the context of network layer packet transmissions, percentage value of the packets successfully delivered to a given system entity within the time constraint required by the targeted service out of all the packets transmitted.
satellite: a space-borne vehicle embarking a bent pipe payload or a regenerative payload telecommunication transmitter, placed into Low-Earth Orbit (LEO) typically at an altitude between 300 km to 2 000 km, Medium-Earth Orbit (MEO) typically at an altitude between 8 000 to 20 000 k m, or Geostationary satellite Earth Orbit (GEO) at 35 786 km altitude.
satellite access: direct connectivity between the UE and the satellite.
satellite NG-RAN: a NG-RAN which uses NR in providing satellite access to UEs. 
service area: geographic region where a 3GPP communication service is accessible. 
[bookmark: _Hlk75358348]NOTE 6:	The service area can be indoors.
NOTE 7:	For some deployments, e.g. in process industry, the vertical dimension of the service area can be considerable. 
service continuity: the uninterrupted user experience of a service that is using an active communication when a UE undergoes an access change without, as far as possible, the user noticing the change.
NOTE 8:	In particular service continuity encompasses the possibility that after a change the user experience is maintained by a different telecommunication service (e.g. tele- or bearer service) than before the change.
NOTE 9:	Examples of access changes include the following. For EPS: CS/PS domain change. For EPS and 5G: radio access change, switching between a direct network connection and an indirect network connection.
Service Hosting Environment: the environment, located inside of 5G network and fully controlled by the operator, where Hosted Services are offered from.
synchronisation threshold: A multi-modal synchronisation threshold can be defined as the maximum tolerable temporal separation of the onset of two stimuli, one of which is presented to one sense and the other to another sense, such that the accompanying sensory objects are perceived as being synchronous.
NOTE 10:	This definition is based on [40].
survival time: the time that an application consuming a communication service may continue without an anticipated message.
Time to First Fix (TTFF): time elapsed between the event triggering for the first time the determination of the position-related data and the availability of the position-related data at the positioning system interface.
User Equipment: An equipment that allows a user access to network services via 3GPP and/or non-3GPP accesses.
user experienced data rate: the minimum data rate required to achieve a sufficient quality experience, with the exception of scenario for broadcast like services where the given value is the maximum that is needed.
wireless backhaul: a link which provides an interconnection between 5G network nodes and/or transport network using 5G radio access technology. 


========= Third Change ==========
6.43	Tactile and multi-modal communication service
6.43.1	Description
The tactile and multi-modal communication service combines input / output from multiple sources and enable multi-modal interactions, combining ultra-low latency with extremely high availability and reliability. The tactile and multi-modal communication service can be applied in multiple fields, e.g. industry, robotics and telepresence, virtual reality, augmented reality, healthcare, road traffic, serious gaming, education, culture and smart grid [38]. The benefit of combining input from more than one source and/or output to more than one destination, is that the communication can be more accurate and faster and responses can be quicker. This provides a communication service that is smoother and more natural.
For a typical tactile and multi-modal communication service, there can be different modalities affecting the user experience, e.g.:
· Video/Audio media;
· Information perceived by sensors about the environment, e.g. brightness, temperature, humidity, etc.;
· Haptic data: can be feelings when touching a surface (e.g., pressure, texture, vibration, temperature), or kinaesthetic senses (e.g. gravity, pull forces, sense of position awareness).
The ambient information can be further processed to generate IoT control instructions as the feedback. The haptic data, according to the physiological perception, has specific characteristics, e.g. frequency and latency, and can require adequate periodic, deterministic and reliable communication path.
Multiple modalities can be transmitted at the same time to multiple application servers for further processing in a coordinated manner, in terms of QoS coordination, traffic synchronization, power saving, etc. 

6.43.2	Requirements
The 5G system shall enable an authorized 3rd party to provide QoS policy for flows associated with an application. The policy may contain e.g. the set of UEs and data flows, the expected QoS handling and the associated triggering events.
The 5G system shall support mechanisms to assist a 3rd party application to coordinate the transmission of multiple UEs’ flows (e.g., haptic, audio and video) of a multi-modal communication session and enable presenting the related tactile and multi-modal data to the user within a certain time.
The 5G system shall apply 3rd party provided QoS policy for flows associated with an application. The policy may contain e.g. the set of UEs and data flows, the expected QoS handling and the associated triggering events.
[bookmark: _Toc83392410]========= Forth Change ==========
7.10 	KPIs for tactile and multi-modal communication service
The 5G system shall support tactile and multi-modal communication services with the following KPIs.
Table 6.2-1: Multi-modal communication service performance requirements
	Use Cases
	Characteristic parameter (KPI)
	Influence quantity
	Remarks

	
	Max allowed end-to-end latency
	Service bit rate: user-experienced data rate
	Reliability
	Message size (byte)
	UE Speed
	Service Area
	

	Immersive multi-modal VR (UL: device  application sever)
	5 ms
(note 2)
	16 kbit/s -2 Mbit/s
(without haptic compression encoding);

0.8 - 200 kbit/s 
(with haptic compression encoding)
	[99.9%] (without haptic compression encoding)

[99.999%] (with haptic compression encoding)
	1 DoF: 2-8 
3 DoFs: 6-24 
6 DoFs: 12-48 
More DoFs may supported by the haptic device
	Stationary or Pedestrian
	typically 
< 100 km2
(note 5)
	Haptic feedback

	
	5 ms
	< 1Mbit/s
	[99.99%]
	MTU
	Stationary or Pedestrian
	typically 
< 100 km2
(note 5)
	Sensing information e.g. user position and view

	Immersive multi-modal VR (DL: application sever  device)
	10 ms
(note1)
	1-100 Mbit/s
	[99.9%]
	1500
	Stationary or Pedestrian
	typically 
< 100 km2
(note 5)
	Video

	
	10 ms
	5-512 kbit/s
	[99.9%]
	50
	Stationary or Pedestrian
	typically 
< 100 km2
(note 5)
	Audio

	
	5 ms
(note 2)
	16 kbit/s -2 Mbit/s
(without haptic compression encoding);

0.8 - 200 kbit/s 
(with haptic compression encoding)
	[99.9%] (without haptic compression encoding)

[99.999%] (with haptic compression encoding)
	1 DoF: 2-8 
3 DoFs: 6-24 
6 DoFs: 12-48
	Stationary or Pedestrian
	typically 
< 100 km2
(note 5)
	Haptic feedback


	Remote control robot
	1-20ms
	16 kbit/s -2 Mbit/s
(without haptic compression encoding);

0.8 - 200 kbit/s 
(with haptic compression encoding)
	[99.99%]
	2-8 (1 DoF)
	high-dynamic (≤ 50 km/h)
	≤ 1 km2
	Haptic feedback

	
	20-100ms
	16 kbit/s -2 Mbit/s
(without haptic compression encoding);

0.8 - 200 kbit/s 
(with haptic compression encoding)
	[99.99%]
	2-8 (1 DoF)
	Stationary or Pedestrian
	≤ 1 km2
	Haptic feedback

	
	5 ms
	1-100 Mbit/s
	[99.9%]
	1500
	Stationary or Pedestrian
	≤ 1 km2
	Video

	
	5 ms
	5-512 kbit/s
	[99.9%]
	[50-100]
	Stationary or Pedestrian
	≤ 1 km2
	Audio

	
	5 ms
	< 1Mbit/s
	[99.999%]
	-
	Stationary or Pedestrian
	≤ 1 km2
	Sensing information

	Skillset sharing low- dynamic robotics
(including teleoperation) Controller to controlee
	5-10ms
	0.8 - 200 kbit/s (with compression)
	[99,999%]
	1 DoF: 2-8 
3 DoFs: 6-24 
6 DoFs: 12-48
	Stationary or Pedestrian
	100 km2
	Haptic 
(position, velocity)

	Skillset sharing low- dynamic robotics
(including teleoperation)
Controlee to controller
	5-10ms
	0.8 - 200 kbit/s (with compression)

	[99,999%]

	1 DoF: 2-8 
10 DoFs: 20-80 
100 DoFs: 200-800
	Stationary or Pedestrian
	100 km2
	Haptic feedback

	
	10ms
	1-100 Mbit/s
	[99,999%]

	1500
	Stationary or Pedestrian
	100 km2
	Video

	
	 10ms
	5-512 kbit/s
	[99,9%]
	50
	Stationary or Pedestrian
	100 km2
	Audio

	Highly dynamic/ mobile robotics
Controller to controlee 
	1-5ms
	16 kbit/s -2 Mbit/s
(without haptic compression encoding);

0.8 - 200 kbit/s 
(with haptic compression encoding)
	[99,999%] (with compression)

[99,9%] (w/o compression)
	1 DoF: 2-8 
3 DoFs: 6-24 
6 DoFs: 12-48
	high-dynamic
	4 km2
	Haptic 
(position, velocity)

	Highly dynamic/ mobile robotics
Controlee to controller
	1-5ms
	0.8 - 200 kbit/s 

	[99,999%] (with compression)
[99,9%] (w/o compression)
	1 DoF: 2-8 
10 DoFs: 20-80 
100 DoFs: 200-800
	high-dynamic
	4 km2
	Haptic feedback

	
	1-10ms
	1-10 Mbit/s
	[99,999%]
	2000-4000
	high-dynamic
	4 km2
	Video

	
	1-10ms
	100-500 kbit/s
	[99,9%]
	100
	high-dynamic
	4 km2
	Audio

	Immersive multi-modal navigation applications 
Remote Site  Local Site (DL)
	50 ms [39]
	16 kbit/s -2 Mbit/s (without haptic compression encoding);
0.8 - 200 kbit/s (with haptic compression encoding)
	[99.999 %]
	1 DoF: 2 to 8
10 DoF: 20 to 80
100 DoF: 200 to 800
	Stationary or Pedestrian
	≤ 100 km2
( note 5)
	Haptic feedback 

	
	<400 ms [39]
	1-100 Mbit/s
	[99.999 %]
	1500
	Stationary/ or Pedestrian, 
	≤ 100 km2
(note 5)
	Video

	
	<150 ms [39]
	5-512 kbit/s
	[99.9 %]
	50
	Stationary or Pedestrian
	≤ 100 km2
(note 5)
	Audio

	
	<300 ms
	600 Mbit/s
	[99.9 %]
	MTU
	Stationary or Pedestrian
	≤ 100 km2
(note 5)
	VR


	Local Site  Remote Site (UL)
	<300 ms
	12 kbit/s [26]
	[99.999 %]
	1500
	Stationary or Pedestrian
	≤ 100 km2
(note 5)
	Biometric / Affective 

	
	<400 ms [39]
	1-100 Mbit/s
	[99.999 %]
	1500
	Workers: Stationary/ or Pedestrian, UAV: [30-300mph]
	≤ 100 km2
(note 5)
	Video

	
	<150 ms [39]
	5-512 kbit/s
	[99.9 %]
	50
	Stationary or Pedestrian
	≤ 100 km2
(note 5)
	Audio

	
	<300 ms
	600 Mbit/s
	[99.9 %]
	MTU
	Stationary or Pedestrian
	≤ 100 km2
(note 5)
	VR


	NOTE 1:	Motion-to-photon delay (the time difference between the user’s motion and corresponding change of the video image on display) should be less than 20ms, the communication latency for transfer the packets of one audio-visual media is less than 10ms, e.g. the packets corresponding to one video/audio frame are transferred to the devices within 10ms.
NOTE 2:	Refer to IEEE 1918.1 [40] as for haptic feedback, the latency should be less than 25ms for accurately completing haptic operations. As rendering and hardware introduce some delay, the communication delay for haptic modality should be reasonably less than 5ms, i.e. the packets related to one haptic feedback are transferred to the devices within 10ms.
NOTE 3:  Haptic feedback is typically haptic signal, such as force level, torque level, vibration and texture. 
NOTE 4:  The latency requirements are expected to be satisfied even when multimodal communication for skillset sharing is via indirect network connection (i.e., relayed by one UE to network relay). 
NOTE 5:	In practice, the service area depends on the actual deployment. In some cases a local approach (e.g. the application servers are hosted at the network edge) is preferred in order to satisfy the requirements of low latency and high reliability.



To support immersive multi-modal VR applications, synchronisation may be required between audio/visual and tactile components, in order to avoid having a negative impact on the user experience (i.e. detecting lack of synchronisation). The typical synchronisation thresholds [41] [42] [43] [44] are summarised in table 7.10-2.
Table 7.10-2: Typical synchronization thresholds for immersive multi-modality VR applications
	Media components
	synchronisation threshold (note 1)

	audio-tactile
	audio delay:
[50 ms]
	tactile delay:
[25 ms]

	visual-tactile
	visual delay:
[15 ms]
	tactile delay:
[50 ms]

	NOTE 1:  for each media component, “delay” refers to the case where that media component is delayed compared to the other.



========= End of Changes ==========


