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	Reason for change:
	In clause 6.38.2.3 “PRAS radio interface shall be deactivated” is conflict with “the CPN shall continue existing intra-CPN communication”, since the intra-CPN communication should go via PRAS and it implies the PRAS is not deactivated.
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	Change “and” to “or”.
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	When a CPN has lost connectivity with the 5G network, the related definition are conflict.
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****START OF CHANGES****
[bookmark: _Toc83392351][bookmark: _Toc83392352][bookmark: _Toc45387618][bookmark: _Toc52638663][bookmark: _Toc59116748][bookmark: _Toc61885567][bookmark: _Toc83392192] 6.38	Personal IoT Networks and Customer Premises Networks 
[bookmark: _Toc83392353]6.38.2	Requirements
[bookmark: _Toc83392356]6.38.2.3	Operation without 5G core network connectivity
The 5G system shall allow PIN Elements to communicate when there is no connectivity between a PIN Element with Gateway Capability and a 5G network.  For a Public Safety PIN licensed spectrum may be used for PIN direct communications otherwise unlicensed spectrum shall be used.
When a CPN has lost connectivity with the 5G network, the 5G system shall provide an operator-controlled mechanism to enable:
-	in the default configuration, or under certain conditions configured by the operator, the PRAS radio interface shall be deactivated; andor
-	under certain other conditions configured by the operator, the CPN shall continue existing intra-CPN communication, as long as no interaction with the 5G network is needed (e.g. refreshing security keys).
NOTE 1:	The requirement above relates to intra-CPN operations and is subject to operator policy and control, under certain situations.
NOTE 2:	Setting up new intra-CPN or intra-PIN communication sessions without connection to the 5G network is only possible with non-3GPP provided credentials.
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