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1	Overall description
SA1 thanks CT1 for the question on MINT and Higher priority PLMN Selection.
CT1 asked 3 questions:
Question 1) Is the UE allowed or even mandated to scan for all available PLMNs in order to obtain service on an allowable PLMN when registered for disaster roaming service? 
SA1 calls CT1’s attention to the following existing requirement in 22.011, 3.2.2.2. A):
In the case of a UE operating in UE operation mode A or B, an allowable PLMN is one which is not in the "Forbidden PLMN" data field in the SIM/USIM. This data field may be extended in the ME memory (see clause 3.2.2.4). In the case of a UE operating in UE operation mode C, an allowable PLMN is one which is not in the "Forbidden PLMN" data field in the SIM/USIM or in the list of "forbidden PLMNs for GPRS service" in the ME. When there is no available PLMN except for PLMNs in the "Forbidden PLMN" data field in the SIM/USIM, and the available PLMNs indicate that Disaster Condition applies, this PLMN shall be considered allowable for registration to the UE while the Disaster Condition is applicable.
And TS 22.261, 6.31.2.3
The 3GPP system shall be able to provide means to enable a UE to access PLMNs in a forbidden PLMN list if a Disaster condition applies and no other PLMN is available except for PLMNs in the forbidden PLMN list.
The UE is required to determine that there is no other PLMN available except for PLMNs on the forbidden PLMN list in order to register or remain registered on a PLMN in the Forbidden PLMN list while a Disaster Condition applies.
Answer to question 1) Yes, the UE is mandated to scan for all available PLMNs in order to obtain service on an allowable PLMN when registered for disaster roaming service. 
Since the UE is required to determine this lack of availability of PLMNs that are not on the Forbidden PLMN list, the UE is required to scan for all available PLMNs when registered for disaster roaming service.
Question 2) Is the UE allowed or even mandated to attempt service on such other allowable PLMNs when registered for disaster roaming service or shall the UE continue to use disaster roaming service on the FPLMN? 
Answer to question 2) Yes, the UE is mandated to scan for all available PLMNs in order to obtain service on an allowable PLMN when registered for disaster roaming service. 
The UE is required to register on a PLMN that is not on the Forbidden PLMN list if it is possible to do so, rather than a PLMN on the Forbidden PLMN List, when registered for disaster roaming service.
Question 3) The interval of time between searches for a higher priority PLMN is configured by HPLMN. Can SA1 kindly provide the reasoning whether this interval of time needs be different/adjusted for the UE in disaster roaming condition?
Answer to question 3) Further details, and possible changes, on the interval of time needed for PLMN scanning should be better discussed in CT1. 
2	Actions
To 3GPP CT1 
ACTION:  SA1 asks that CT1 take the answer provided above into account. 	

3	Dates of next TSG SA WG 1 meetings
[bookmark: OLE_LINK55][bookmark: OLE_LINK56][bookmark: OLE_LINK53][bookmark: OLE_LINK54]SA1#98e	09-19 May 2022			Electronic Meeting
SA1#99e	22-26 August 2022 or TBD	Goteborg, SE or Electronic Meeting


