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1	Overall description
SA1 thanks CT1 for their LS (C1-217358) on User Controlled PLMN Selector with Access Technology in Control plane solution for steering of roaming in 5GS. 
With regard to the specific use case under discussion, and corresponding question:
[bookmark: _Hlk95123607]CT1 is discussing the use case when the selected PLMN is a VPLMN which is in the "User Controlled PLMN Selector with Access Technology" list and the UE in automatic network selection mode receives SOR information, and the security check of the received SOR information fails in the UE.
[bookmark: _Hlk95123672]Question: CT1 kindly asks SA1 whether, in the use case above, the VPLMN still has higher priority than the steered-to-PLMN or the VPLMN should be considered as lowest priority?
SA1 answer is: in the scenario above, the VPLMN should be considered as lowest priority.
[SA1 has agreed the attached CR to clarify the corresponding stage-1 requirements.]
2	Actions
To CT1 
ACTION: 	SA1 asks CT1 to take the above into consideration.

3	Dates of next TSG SA WG 1 meetings
[bookmark: OLE_LINK53][bookmark: OLE_LINK54]SA1#98e	09-19 May 2022			Electronic Meeting
[bookmark: OLE_LINK55][bookmark: OLE_LINK56]SA1#99		22-26 Aug 2022			Goteborg, Sweden or Electronic Meeting

