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Abstract: to add a new use case in the TR 22.856 to enable virtual representation of a user and an object
1. Introduction
This PCR proposes that a VR/AR session supports a visual object representing a user and an object.
2. Reason for Change
Without the CR, a VR/AR session establishment is displaying MSISDN or NAI. A visual representation is a non-3GPP solution.
3. Conclusions
It is a service enabler that a visual representation of a user and an object with the support of 3GPP solutions.
4. Proposal
It is proposed to agree the following changes to 3GPP TR 22.856.


* * * First Change * * * *
[bookmark: _Toc94261001]5.X	Collaboration Service in Audio/Visual Media with No Real Physical Touch
[bookmark: _Toc94261002]5.X.1	Description
[bookmark: _Toc94261003]An avatar can be generated by different software libraries and applications external to the 5G system. A user avatar can be used in his social networks such as Facebook, Twitter and mail providers. A user needs to pass a username to retrieve a user’s social network profile to obtain her visual representation. The avatar service is currently not enabled by 5GS to use a visual representation combined with IMSI for session establishment and during an active session.
Some popular OTTs integrate an avatar service to collaborate with 5GS as a communication platform. An avatar used identifies solely within a specific service. There is no avatar shared across services, no integration with 5GS. We are looking for an avatar service enabled within or outside the 5GS, which can utilize the user visual representation at the session establishment as well as during an active session. The VR/AR session supported by 5GS can therefore support a better latency via an avatar. 
Joe and Jerry are business partners and living in different communities. User Joe and Jerry wearing a VR mobile headset and both hands controllers are making an immersive experience. Joe and Jerry are situated in fully virtual environments and interact with virtual objects through user interaction techniques. They both are feeling in the virtual environment to paint collaboratively a picture which is a virtual projection. They feel commonly in a physical space together. They feel that they can collaborate a painting in real-time and align with their painting with the virtual objects. They are able to share the sense of presence, interaction and communication.
[image: ]
Figure 5.x-1: Collaborative Painting
Joe and Jerry both have picked an avatar from a picture or in a more advanced format and stored them in their mobile subscriber profile.
5.X.2	Pre-conditions
[bookmark: _Toc94261004]Mobile headsets of Joe and Jerry are both registered as UEs in different operators’ CPNs.
An application supported by a 3rd party service provider for drawing a virtually projected picture, for example VR painting and modelling tools, is running as one or many objects and registered in the 5GC. The users can use the tool to draw freehand in 3D space using smooth curves, grab and move points to adjust splines, and use both controllers to create a surface, assign a color and group objects.
3rd party service provider has an e-agreement to provide a VR service via 5GC operators to Joe and Jerry.
5.X.3	Service Flows
1. Joe makes a VR session invite from his mobile headset to Jerry’s mobile headset connected to his home 5G-RG CPN. Joe’s VR stereo depth cameras are connected with the 3rd party service via 5G-RG CPN.
2. Jerry’s mobile headset alerts him about this invite via Joe's visual representation, e.g. avatar, with a gesture of invite and Jerry accepts the session.
3. Jerry and Joe are able to have the sense of presence in the same room though they are not physically next to each other. Joe shakes his hand with Jerry with visual sense of touch, though physically they are separated by few streets away.
4. Joe is talking about a painting together. Jerry can feel Joe’s audio sense from his visual presence via his visual representation.
5. Joe sets up paint, paper and colors from the 3rd party application which represents an object in a visual representation. Both Joe and Jerry have the same visual and audio experience on the happening though they have not physically touched these objects.
6. Jerry and Joe can collaborate the drawing together and exchange their opinions via conversation, view of angles and gestures in 360° video.
7. They terminate the session after an hour.
8. Jerry and Joe are able to retrieve their painting from 3rd party service provider via 5GS and store it locally at their own desktop.

[bookmark: _Toc94261005]5.X.4	Post-conditions
A VR session is charged by the service provider and network operators. The users and objects are viewable with a visual representation during the session establishment and connectivity.
[bookmark: _Toc94261006]5.X.5	Existing features partly or fully covering the use case functionality
TS 22.263 v17.4.0:
AVProd workflows also require accurate timing protocols for 2 reasons
1. To enable multiple cameras and microphones to be synchronized thus avoiding the capture of mis-matched audio and video.
2. To provide IEEE-1588-2008 PTP [6] with an SMPTE 2059-2 [5] profile which is used for the accurate time stamping of IP packets 
It is anticipated that the 5G system will act as a master clock and media clocks will be generated by UE applications. Requirements for this are in line with those in 22.104. If suitable sources are available, then each device my operate from its own master clock.
The 5G network shall be able to provide a time reference information to a 3rd party application acting as a master clock with an accuracy of 1 microsecond.
The 5G system shall support mechanisms to allow 3rd party application to update information associated to UE configuration (e.g. media compression, resolution, frame rate) for a UE or group of UEs using the application.
The 3GPP system shall be able to enable a UE to receive low-latency downlink multicast traffic from one network (e.g. NPN), and paging as well as data services from another network (e.g. PLMN) simultaneously.
NOTE: 	Depending on the capabilities and configurations of the UE, limitations of data-rate and latency may be acceptable.
Due to the separate handling of the audio and video component, the 5G system will have to cater for the VR audio-video synchronisation in order to avoid having a negative impact on the user experience (i.e. viewers detecting lack of synchronization). To support VR environments the 5G system shall support audio-video synchronisation thresholds:
-	in the range of [125 ms to 5 ms] for audio delay and
-	in the range of [45 ms to 5 ms] for audio advanced. 

[bookmark: _Toc94261007]5.X.6	Potential New Requirements needed to support the use case
The 3GPP system shall be able to enable a 3rd party service to receive low-latency uplink communication with UE transmitted timestamp from several UEs at different networks (e.g. PLMN and NPN) simultaneously.
The 3GPP system shall be able to deliver UE location, velocity and motion with a timestamp to a 3rd party service provider.
The 3GPP system shall be able to notify the 3rd party service provider when a participating UE is joining, on-holding, out-of-synchronization, or leaving the session.
5GS shall enable a mechanism for users to control (e.g. create, delete, access rights to an avatar) their own related data which are associated with his identification but stored by service provider.
5GS shall enable a mechanism for users to manage their visual rendering relationships with a device (e.g. a device for a group of users, devices accessible by a user).

*** End of Change ***
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