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Abstract: 
1. Introduction
This pCR suggests definitions for TR22.890.
2. Reason for Change
To make clear understanding, this pCR provides definitions for TR22.890.
3. Conclusions
<Conclusion part (optional)>
4. Proposal
It is proposed to agree the following changes to 3GPP TR 22.890.


* * * First Change * * * *	Comment by Gach guillaumE: Please add “end of first change” at the end of proposed change (according SA1 drafting rules)	Comment by Han Andrew Min-gyu: Done. Thanks!
[bookmark: _Toc83798999]3.1	Definitions
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4][bookmark: OLE_LINK5]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Definition format (Normal)	Comment by Gach guillaumE: Please remove blank line	Comment by Han Andrew Min-gyu: I have deleted the blank.
<defined term>: <definition>.
Mobile Intelligent Assistant: 5G enabled robot with autonomous movements and artificial intelligence to support passengers in the Railway Smart Station	Comment by Gach guillaumE: Only defined terms should be bold text, not the definitions.	Comment by Han Andrew Min-gyu: I have changed the definitions to normal.	Comment by Gach guillaumE: Thank you. Existing definitions (Zone, Zone resolution) should be aligned accordingly.	Comment by Han Andrew Min-gyu: Done. Thanks!
Railway Smart Station: a train station where the 5G and other ICT technologies such as IoT and AI, are used for providing assisting railway services	Comment by Gach guillaumE: Please align term to be used in TR 22.890, either “Railway Smart Station”, “Smart Railway Station” or “Smart Station”.	Comment by Han Andrew Min-gyu: I’ll align to “Railway Smart Station”, and that is in the title of this TR as well. 	Comment by Gach guillaumE: Thank you
Zone: A 2-dimensional region of a pre-determined size.
Zone resolution: The pre-determined size of the given zone.
example: text used to clarify abstract rules by applying them literally.

* * * End of First Change * * * *


* * * Next Second Change * * * *
[bookmark: _Toc83799001]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
Abbreviation format (EW)
<ACRONYM>	<Explanation>
AI	Artificial Intelligence
FRMCS	Future Railway Mobile Communication System	Comment by Gach guillaumE: Please change FRMCS to “Future Railway Mobile Communication System”	Comment by Han Andrew Min-gyu: Thanks for your correction! I have made the correction!
ITS	Intelligent Transport System	Comment by Gach guillaumE: Isn’t it Intelligent Transport Systems? If you confirm, please make corresponding change.	Comment by Han Andrew Min-gyu: Thanks for your correction! I have made the correction!
IoT	Internet of Things	Comment by Han Andrew Min-gyu: I have added abbreviations of “AI” and “IoT” which are used in definition of “Railway Smart Station” in clause 3.1.
MCX	Mission Critical X, with X = PTT or X= Video or X= Data 	Comment by Gach guillaumE: Please align abbrev. with existing 3GPP ones i.e., MCX	Mission Critical X, with X = PTT or X= Video or X= Data (see 22.280)	Comment by Han Andrew Min-gyu: Thanks for your correction! I have made the correction!

* * * End of Second Change * * * *


* * * Third Change * * * *

[bookmark: _Toc83799036]7.1.2	Pre-conditions
1. There exist feasible moving objects in the smart station, where the moving objects support 3GPP system.
2. The moving objects are operated under the central control system via 3GPP access.
3. There is at least one passenger with the reduced mobility in the smart station, where the weak passenger has difficulty moving toward the desired destination.
4. The passenger has an equipment supporting 3GPP access.
[bookmark: _Toc83799037]7.1.3	     Service Flows
1. A passenger with the reduced mobility is reserved in advance, where a smart station already knows that the passenger needs help to get to the desired destination.
2. Once the passenger enters the smart station, one moving object stands by for mobile support to the desired destination.
3. The moving object takes the passenger to the desired place.


* * * End of Third Change * * * *
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