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	Reason for change:
	Currently, TS 22.101 allows the possibility to route seven emergency call types to dedicated PSAPs based on the type of the emergency call.

Unfortunately, the list of types does not include the ability to call a Power network for emergency situations which could include life or death situations.

In addition, it is not possible to test the ability of the UE to make an emergency call without actually making an emergency call and wasting the resources of the PSAP. 

These two situations need to be covered or the same situation as other emergency calls. Ie: moving to a different operator if there is no coverage from the subscribed operator.

The purpose of this CR is to add functionality to include two further emergency call types. The first being a Power Emergency number and the second being an Emergency Access Test number. 



	
	

	Summary of change:
	Adding two types of emergency calls:

- Test
- Power Network
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	Insufficient emergency call types specified in the text which may not allow essential emergency call routing.
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START OF CHANGE
[bookmark: _Toc45387023][bookmark: _Toc59114042][bookmark: _Toc106280727]10       Emergency Calls
[bookmark: _Toc45387024][bookmark: _Toc59114043][bookmark: _Toc106280728]10.1      General requirements
It shall be possible to establish an emergency speech call or GTT [26] call (subject to national requirements). The term 'Emergency call' henceforth refers to speech calls, and GTT Emergency calls if applicable. The term "other media" henceforth refers to media other than speech and GTT. Support of other media types during an emergency call when the IM CN subsystem is used is referred to as 'IMS Multimedia Emergency Session' (MES) and is specified in subclause 10.4.2. Emergency calls will be routed to the emergency services in accordance with national regulations for where the subscriber is located. This may be based upon one or more default emergency call numbers stored in the ME. It shall be allowed to establish an emergency call without the need to dial a dedicated number to avoid the mis-connection in roaming case, such as menu, by use of a 'red button', or a linkage to a car air bag control. Emergency calls shall be supported by the UE without a SIM/USIM/ISIM being present. No other type shall be accepted without a SIM/USIM/ISIM than emergency calls and subject to operator policy and regional regulations, restricted local operator service access.
Emergency calls shall be supported by UEs that are subject to service restrictions, e.g. for UEs camping on a cell in a forbidden PLMN or in a forbidden LA (see 3GPP TS 22.011 [11]), or on a CSG cell without the subscriber being a member of that CSG (see 3GPP TS 22.220 [48]). Such emergency calls shall be accepted by the network if required by local regulation.
The Emergency service is required only if the UE supports voice.
Note 1:    It will be left to the national authorities to decide whether the network accepts emergency calls without the SIM/USIM/ISIM.
It shall be possible to initiate emergency calls to different emergency call centres, depending on the type of emergency. The following types of emergency calls shall be possible:
-    Police
-    Ambulance
-    Fire Brigade
-    Marine Guard
-    Mountain Rescue
-    Manually Initiated eCall (MIeC)
-    Automatically Initiated eCall (AIeC)
-    Spare
-    Test
-    Power Network
END OF CHANGE
