Network Questions:

1. What combinations of R’00 networks can exist:

· CS Only

· PS Only

· IM Only – No, uses PS domain
· CS + PS

· CS + IM –cannot exist, see above
· PS + IM

· CS + PS + IM

2. How does the CS R’00 network differ from the CS R’99 network? – Nominal features that are not part of R99 that will be completed in R00 (CAMEL phase 4, etc.)  
3. How does the PS R’00 network differ from the PS R’99 network?  GPRS – not clear yet particularly I f you consider QoS.  May be some new features.  Will be an evolution from QoS.  
Another speaker said there will be a need for a tailored QoS for R00 services.  The enablement of real time (voice) and streaming services (video) will be new and included.

4. Backwards Compatibility (USIMs)

· Are R’99 USIMs supported in a R’00 terminal – No answer but some groups (S3) has addressed it.  Is it a S1 (services) issue?
· Are R’99 USIMs supported in a R’00 network (CS+IM or PS + IM) - 

· Are R’00 USIMs supported in a R’99 terminal

· Are R’00 USIMs supported in a R’99 network (CS or PS)

5. Backwards Compatibility (terminals)

· Are R’99 terminals (CS or PS) supported in a R’00 (CS+IM or PS+IM) network? – R00 Terminal that supports the IM mode. Backward compatibility both ways.  There was no answer and several comments that requirements are needed from S1.  
· Are R’00 terminals supported in a R’99 network  

6. Backwards Compatibility (services)

· Are R’99 services (CS or PS) supported in a R’00 (CS+IM or PS + IM) network?  How the services are supported should be transparent but not all may need to be provided (follow me for the German railroads).  Make sure the user experience is not degraded.

· Are R’00 services supported in a R’99 network   There may be services like Camel phase 4 that will not be in R99.  Advanced MM realtime streaming services will not be supported.  R00 IM customers will roam into GSM and GPRS networks.  Link needed for addressing numbers and how they invoke them.  We cannot have the R00 features completely different from the R99 featyres.

7. Roaming

· Can a R’00 terminal roam into a R’99 network – an IP network could not have a CS component, then what happens if you have roamers wanting CS services?  Consistent offering across a hybrid network?  Not been addressed yet.

· Can a R’99 terminal roam into a R’00 network

8. Handover

· Can a R’00 terminal handover into a R’99 network – sticky issues – R99 CS to GSM can be addressed but when you have IM and reach end of coverage or a CS network, what do you do?  All this is for further study.
· Can a R’99 terminal handover into a R’00 network

What is an all-IP architecture? 04.09 CC and MM mechanisms in the CS domain and supporting R99.

Current 23.821 shows basis of R99 but it is unclear how the evolved GPRS R00 PS and IM network will support CS.  

