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In addition to chapter 10.2.1 (Session Control SCF) it is proposed to include in the OSA stage 1 a chapter, that addresses in particular IP Multi-media related issues:

10.2.x
IP Multimedia Handling SCF

In IP Multimedia calls the media channels are negotiated between the parties in the call. Which media channels are opened depends on the requirements of the service in the terminal handling the call, the user profile and the terminal capabilities.

Multi-Media Channel Control

These capabilities allow an application to control individual channels in an IP Multimedia session. An application shall be capable of:

· Notification of Media channel events
The application shall be able to be notified when a certain type of media channel is opened or closed. This may be dependent on additional criteria (tbd.)

· Information/Monitoring of Media channels
The application shall be able request all the media channels currently available on the call Leg. In addition the application must be able to monitor on the opening and closing of channels for media for a specified call leg.

· Media channels Open/Close/Modify
The application shall be able to open, close and modify the parameters (e.g., QoS) of a media channel on a certain call leg.

Multi-Media Conference Call Control

· Reserve/Free conference resources
The application shall be able to reserve or free earlier reserved resources for a conference in advance.

· Create Multi-media Conference
The application shall be able to create an IP Multi-media Conference Call. This can either be an add-hoc conference creation or it can refer to resources that were reserved in advance
· Party join/leave control
The application shall be capable to be informed when a new call party wants to join/leave the conference. It shall be possible to attach the call leg to the conference or reject the join

Editors Note: It may become necessary to modify or add to this list of capabilities according to the IM call control model based on  SIP

