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11
Event Notification Function 

The Event Notification Function shall allow an application to specify the initial point of contact which it is interested in. The Event Notification Function provides the necessary mechanisms which enables an application to request the notification of subscriber or network related event(s). An application may in addition request the cancellation of subscriber or network related event notification. For all subscriber related events the application shall always specify the subscriber for which the Event Notification Function is valid. Once an application has enabled the notification of event(s), the Event Notification Function shall report the event(s) until such time the application explicitly requests the termination of the event(s) notification.

When the event occurs, the  application that requested the event is informed.. The notification of the event shall be accompanied by unambiguous information identifying the original request and event related data. For example, in case of an application is interested in “message” the notification to the application shall indicate whether it is incoming or outgoing, in case of chargeable events, the application shall receive details as used at the network to create a Call Detail Record. In this case, processing in the network is not suspended after notification of the event to the application. 

The Event Notification Function includes the availability of offering additional criteria to be specified by the application. The set of criteria is individual and may vary for the event requested. The detailed set of criteria available for each of the events above are described in [6].
11.1
Subscriber Related events:

· A user becomes available.

when a subscriber registers to a network and this event is armed by an application, that application shall be notified. Registration in this sense is further detailed in chapter 12.3.1. Attach and detach applies for CS and PS.

· An initial call processing event occurs.

when a call to or from a given user is created and this event is armed by an application, that application shall be notified.

· A message is sent or received.

when a message to or from a given user is sent or received and this event is armed by an application, that application shall be notified.

· A chargeable event happens.

when a chargeable event occurs for a given user and this event is armed by an application, that application shall be notified.

· The user´s status is changed.

when a given user changes her status (e.g. from idle to busy) and this event is armed by an application, that application shall be notified.

· The user´s location is changed.

when a given user changes her location (e.g. leaving a certain area which is “identifiable” by the network) and this event is armed by an application, that application shall be notified.

· 
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