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Comments
This Table is the outcome of SA1 #112 that was endorsed in S1-254410. 
· Green indicates there was consensus in SA1 #112 to include the CPR for inclusion into the TR. 
· Yellow indicates that there the CPR was discussed, and some additional work is needed.
This pCR proposes to update Table 14.1.8-3 (3rd party AI Agent) in TR 22.870 with CPRs for inclusion into the draft TR.
For the ad hoc meeting:
· Ascertain that the group agrees to include the CPRs that are “green”?
· Resolve “yellow” CPRs/NOTEs.

Proposed Changes
* * * First Change * * * *
Table 14.1.8-3 – 3rd party AI Agent 
Editor’s Note: This includes requirements related to 3rd party AI Agent.
	CPR #
	Consolidated Potential Requirement
	Original PR #
	Comment

	CPR 14.1.8-3-1
	Based on regulatory requirements, operators’ policy and local regulation and subscriber permission, 6G network shall support trusted network access for 3rd party AI Agent and support a mechanism to expose 3rd party AI Agent’s attributes (e.g. related users, sensing capabilities, AI capabilities, service features) to other 3rd party AI Agents.
	PR 6.7.6-1
PR 6.23.6-3
	Proposed merged CPR on 3rd party AI Agent, exposure between AI Agents

Modified in SA1 #112

Futurewei proposes to separate these two PRs

QC proposes to change to AI application (e.g. 3rd party AI agents)

	
	Based on regulatory requirements, operators’ policy and subscriber permission, 6G network shall support trusted network access for 3rd party AI Agents.  
	PR 6.7.6-1
	network access for 3rd party AI Agent



	
	Based on subscriber permission and operator's policy and agreement with authorized 3rd party, the 6G network shall support a secure mechanism to expose 3rd party AI Agent’s attributes (e.g. related users, sensing capabilities, AI capabilities, service features) to other authorized 3rd party AI Agents.
	PR 6.7.6-1
PR 6.23.6-3
	exposure between AI Agents



	-
	Based on regulatory requirements, operators’ policy and user consent, 6G network shall support trusted network access for 3rd party AI Agent and support a mechanism to expose 3rd party AI Agent’s attributes (e.g. related users, sensing capabilities, AI capabilities, service features) to other 3rd party AI Agents.
	PR 6.7.6-1
	3rd party AI Agent, access, exposure between AI Agent

	-
	Based on user consent and operator's policy, the 6G network shall support a secure mechanism to expose information of AI application (e.g. AI Agent application) on UE (e.g. related user) to AI application (e.g. AI Agent application) on other UE.
	PR 6.23.6-3
	3rd party AI Agent, exposure between AI Agent

	CPR 14.1.8-3-2
	Based on  operators’ policy , regulatory requirements, local regulation and subscriber permission, operators’ policy and agreement with authorized 3rd party, the 6G network shall be able to support mechanisms to enable secure identification of 3rd party AI Agents associated with a user (e.g. AI Agents belonging to a customeruser/subscriber).
	PR 6.7.6-2
PR 6.55.6-1
	Proposed merged CPR on 3rd party AI Agent, identification

Modified in SA1 #112

Futurewei proposes to change network to system and delete secure

KPN proposes remove “ and agreement with authorized 3rd party “. This is not 3GPP competence. Remove customer and use the word user or subscriber 

	-
	Based on regulatory requirements, user consent, operators’ policy and agreement with authorized 3rd party, the 6G network shall be able to support security identification for 3rd party AI Agents provided by authorized 3rd party associated with a user (e.g. AI Agents belonging to a customer).
	PR 6.7.6-2
	3rd party AI Agent, identification

	-
	Based on regulatory requirements and operators’ policy, 6G network shall support dynamic identification of 3rd party AI Agents.

NOTE: Dynamic means the identification of this AI Agent can be temporary assigned based on task, and this identification can be assigned by different operators based on different tasks.
	PR 6.55.6-1
	3rd party AI Agent, identification

	CPR 14.1.8-3-3
	Based on regulatory requirements, operators’ policy and user preference, 6G network shall support mechanisms for authorized 3rd party AI Agents to provide expose their attributes  (e.g. related users, sensing capabilities, AI capabilities, service features)  to 6G network, and discover other authorized 3rd party AI Agents.

NOTE: Attributes can include e.g. capabilities, associated authorized users
	PR 6.7.6-3
PR 6.46.6-1
PR 6.62.6-1
	Proposed merged CPR on 3rd party AI Agent, register and discover

Futurewei proposes to add “to achieve collaborative task using 3GPP services.” at end

KPN believes suggest using “subscriber permission” and use the same text that in requirement 14.1.8-3-1 to remove the note and be consistent. In addition, we should explit the requirement in two. One for discovery and other of exposure of attributes.

	-
	Based on regulatory requirements, operators’ policy and user consent, 6G network shall support mechanisms for 3rd party AI Agents to provide/register their attributes (e.g. sensing capabilities, AI capabilities, service features, associated authorized users) to 6G network, and discover other authorized 3rd party AI Agents to achieve collaborative task.
	PR 6.7.6-3
	3rd party AI Agent, register and discover, collaboration

	-
	Based on the user consent and operator’s policy, the 6G network shall be able to support the discovery of 3rd party AI Agent (application) on the UE.
	PR 6.46.6-1
	3rd party AI Agent, discover

	-
	Based on regulatory requirements, operator's policy and agreement with 3rd party, the 6G network shall support a mechanism for an authorized 3rd party to provide the information about the AI Agent application (e.g. authorized users suing the 3rd party AI Agent application, capabilities related to the 3rd party AI Agent application) to the 6G network.
	PR 6.62.6-1
	3rd party AI Agent, provide information of AI Agent to network

NEW: Agreed in SA1 #112

	CPR 14.1.8-3-4
	Based on operator's policy and user preference, the 6G network shall support a mechanism to manage the attributes (e.g. sensing capabilities, AI capabilities, service features, associated authorized users) of AI application (e.g. AI Agent application) on UE (e.g. related user).
	PR 6.23.6-1
	3rd party AI Agent, management
 Futurewei proposes to change manage to collect information

KPN suggests user preference or subscriber permission is not needed here. Also to remove the last part. 

	CPR 14.1.8-3-5
	Based on local regulation and subscriber permission and operator's policy, the 6G system shall support a secure interoperability and efficient communication mechanism to provide interoperability between AI applications (e.g. AI Agents) on multiple UEsto perform a collaborative task.

NOTE 1:	Interoperability between AI Agents refers to the ability to discover, authenticate and authorize AI Agents to communicate, exchange data, and work together seamlessly.
NOTE 2: Collaborative task refers to an activity, action requiring the involvement of two or more AI Agents. 
NOTE 3: It is expected that the required communication service would be provisioned in the range of minutes to days, depending on use case. Lower for temporary task and higher for long term task.
	PR 6.9.6-2
PR 6.23.6-4
PR 6.30.6-2
PR 6.40.6-1
	Proposed merged CPR on 3rd party AI Agent, collaboration 

Futurewei proposes to merge 7

KPN suggests user preference or subscriber permission is not needed here neither on multiple UEs as it makes it too restrictive. Besides, the requirement of KPN doesn’t specify that it should be in UEs

	-
	The 6G system shall support secure interoperability between AI Agents and between AI Agents and applications to achieve a collaborative task.

NOTE 1:	Interoperability between AI Agents refers to the ability to discover, authenticate and authorize AI Agents to communicate, exchange data, and work together seamlessly.
NOTE 2: Collaborative task refers to an activity, action requiring the involvement of two or more AI Agents. 
	PR 6.9.6-2
	3rd party AI Agent, collaboration 

	-
	Based on user consent and operator's policy, the 6G network shall support a secure mechanism to provide communication service between AI applications (e.g., AI Agent applications) on multiple UEs for a collaborative task.
	PR 6.23.6-4
	3rd party AI Agent, collaboration

	-
	Subject to operator’s policy, the 6G network shall be able to provide AI service to enable collaborative task for AI applications running on multiple UEs.
	PR 6.30.6-2
	3rd party AI Agent, collaboration

	-
	Subject to user consent and operator’s policy, the 6G network shall provide efficient mechanisms to support the collaboration of UEs.
	PR 6.40.6-1
	3rd party AI Agent, collaboration

	CPR 14.1.8-3-6
	The 6G network shall provide means to support coordination within and across groups of 3rd party AI Agents (e.g.,  discovery of 3rd part AI agent attributes & capabilities, decision to set-up groups and attributions of roles within the group) to achieve perform a collaborative task associated with a 3GPP service,.

NOTE 2:	Coordination can facilitate the discovery of attributes & capabilities across the 3rd party AI Agents, the attribution of roles such as a task coordinator/supervisor of the group, the decision to setup another group for a sub task etc.
	PR 6.7.6-6
	3rd party AI Agent, collaboration

NEW: Agreed in SA1 #112

KPN suggests rewriting

	CPR 14.1.8-3-7
	Based on regulatory requirements and operators’ policy and user preference, the 6G network shall provide means to support efficient and secure communication (including multi-modality exchange) between multiple e.g. AI applications/3rd party AI Agents on UEs over a target area considering data characteristics.

NOTE:	This requirement can apply to 3rd party AI Agents of same users or different users. It is expected that the required communication service would be provisioned in the range of minutes to days, depending on use case. Lower for temporary task and higher for long term task.
	PR 6.7.6-4
PR 6.8.6-3
PR 6.23.6-4
	Proposed merged CPR on 3rd party AI Agent, communication 

Futurewei proposes to merge with 5 and delete this.

KPN suggests to delete subscriber permission and also “on UE”. We would like to keep this CPR separated and not merged

	-
	Based on regulatory requirements and operators’ policy, the 6G network shall provide means to support efficient and secure communication (including multi-modality exchange) between multiple 3rd party AI agents on UEs over a target area.

NOTE:	This requirement can apply to 3rd party AI agents of same users or different users. It is expected that the required communication service would be provisioned in the range of minutes to days, depending on use case. Lower for temporary task and higher for long term task.
	PR 6.7.6-4
	Communication between 3rd party AI agent on UE, communication 

	-
	Based on user consent, operator policy and regulatory requirements, the 6G network shall be able to provide a suitable means to support the multi-modal data exchange between the AI agent applications considering data characteristics.
	PR 6.8.6-3
	Communication between 3rd party AI agent applications communication 

	-
	Based on user consent and operator's policy, the 6G network shall support a secure mechanism to provide communication service between AI applications (e.g., AI agent applications) on multiple UEs for a collaborative task.
	PR 6.23.6-4
	Communication between AI applications on UE 

	CPR 14.1.8-3-8
	Based on operators’ policy and local regulation and subscriber permission, the 6G system shall support hosting of large amount of 3rd party AI Agents managed and controlled by the 6G network and/or multiple AI Agent applications on a UE.
	PR 6.9.6-1
	3rd party AI Agent, general

Futurewei has question on large number

	-
	The 6G system shall support hosting large amounts of AI applications (e.g. AI Agent applications) managed and controlled by the 6G network and/or multiple AI Agent applications on a UE.
	PR 6.9.6-1
	PR 6.9.6-1 was modified during SA1 #112

	CPR 14.1.8-3-9
	Based on operator policy, the 6G network shall be able to support secure means to provideexpose 3GPP services (e.g. 6G computing service in Service Hosting Environment) to the authorised third-party AI Agent based on the receivedits intent from that third-party.
	PR 6.6.6-1
PR 6.7.6-5
	Proposed merged CPR on 3rd party AI Agent, service exposure

	-
	Based on operator policy, the 6G network shall be able to support secure means to expose its services to the authorised third-party AI Agent based on its intent.
	PR 6.6.6-1
	3rd party AI Agent, service exposure

	-
	Based on operator policy, the 6G network shall be able to support secure means to expose different services, e.g. computing offloading service in Service Hosting Environment, to the authorized third-party AI Agent.
	PR 6.7.6-5
	3rd party AI Agent, service exposure 

	CPR 14.1.8-3-10
	Based on local regulation and subscriber permission and operator policy, the 6G system shall provide a suitable means for an AI Agent application on UE to invoke some 3GPP services (e.g. IMS service, AI service) upon request.
	PR 6.8.6-1
PR 6.14.6-2
PR 6.30.6-1
	Proposed merged CPR on 3rd party AI Agent, service invoke

Modified in SA1 #112
KPN suggest to remove again on a UE. We cannot consider this green.

	-
	Based on user consent and operator policy, the 6G system shall provide a suitable means for an AI Agent application on UE to invoke some 3GPP services (e.g. IMS service).
	PR 6.8.6-1
	3rd party AI Agent, service invoke

	-
	Subject to operator’s policy, the 6G network shall support mechanisms for a 3rd party AI-based application on UE (e.g. UAV) to invoke an AI service upon request.
	PR 6.14.6-2
	3rd party AI Agent, service invoke

	-
	Subject to operator’s policy and user consent, the 6G network shall be able to support mechanism for AI application on UE to invoke AI services provided by 6G network.
	PR 6.30.6-1
	3rd party AI Agent, service invoke

	CPR 14.1.8-3-11
	The 6G network shall be able to provide a suitable means to allocate network resources (e.g., network slice) to a group of trusted third parties (e.g., applications running on multiple UEs/robots or third party AI Agents), considering dynamic changes of traffic demand and QoS characteristics.
	PR 6.52.6-2
	3rd party AI Agent, resource

Futurewei proposes to delete

	CPR 14.1.8-3-12
	Based on the operator's policy and local regulation and subscriber permission, the 6G network shall support a mechanism to authenticate and authorize 3rd party AI Agent on the UE which requires 3GPP service.
	PR 6.23.6-2
PR 6.41.6-1
PR 6.41.6-2
	Proposed merged CPR on 3rd party AI Agent, authentication and authorization

KPN suggest to remove on the UE.

	-
	The 6G network shall support a mechanism to authorize AI application (e.g. AI Agent application) on UE to invoke 3GPP services.
	PR 6.23.6-2
	3rd party AI Agent, service invoke, authorization

	-
	The 6G network shall support a mechanism to authenticate and authorize 3rd party AI Agent.
	PR 6.41.6-1
	3rd party AI Agent, authentication and authorization

	-
	Based on the operator's policy, the 6G network shall support a secure mechanism for authenticated and authorized 3rd party AI Agent to invoke 3GPP services.
	PR 6.41.6-2
	3rd party AI Agent, service invoke, authentication and authorization

	CPR 14.1.8-3-13
	Based on local regulation and subscriber permission, operator policy and regulatory requirements, the 6G system shall provide an efficient and secured way to expose network information (e.g. change of QoS) to authorized 3rd party AI Agents (e.g. by means suitable for prompt augmentation).


	PR 6.8.6-2
PR 6.13.6-1
PR 6.9.6-3
	Proposed merged CPR on 3rd party AI Agent, exposure to AI Agent

QC proposes to change to AI application (e.g. 3rd party AI agents)

	-
	Based on user consent, operator policy and regulatory requirements, the 6G system shall provide an efficient way to expose information (e.g. change of QoS) to the application on the UE.
	PR 6.8.6-2
	3rd party AI Agent, exposure to AI Agent

	
	Subject to operator policies, the 6G network shall be able to provide authorized AI applications (e.g. AI Agents applications) in the UE and in the 6G network) with communication service performance information (e.g. throughput, latency) relevant for their operation, including to achieve a collaborative task.Subject to operator policies, the 6G network shall be able to provide authorized AI applications (e.g. AI Agents) with communication service performance information (e.g. throughput, latency) relevant for their operation, including to achieve a collaborative task.
	PR 6.9.6-3
	3rd party AI Agent, exposure to AI Agent

PR 6.9.6-3 was Modified in SA1 #112

	-
	Subject to operator’s policy, the 6G network shall be able to expose information from the network to authorized 3rd party AI Agents by means suitable for prompt augmentation.

NOTE: Prompt augmentation is an approach of adding further information, or instructions, to a prompt in order to enhance the AI-generated response, e.g.  in terms of quality or relevance.
	PR 6.13.6-1
	3rd party AI Agent, exposure to AI Agent

	CPR 14.1.8-3-14
	Based on the local regulation and subscriber permission and operator’s policy, the 6G system shall be able to support means for the network to invoke the 3rd party AI Agent (application) on the UE.
	PR 6.46.6-2
	3rd party AI Agent, network invoke AI Agent

KPN suggests to remove on the UE to make it more general.

	CPR 14.1.8-3-15
	Subject to operator’s policy, regulatory requirements and local regulation and subscriber permission, the 6G system shall support a mechanism for a user-authorized AI application (e.g. AI Agent) in the Service Hosting Environment to autonomously initiate communication with emergency services on behalf of the user, i.e., the communication session is associated with the user's identity and location.

NOTE: The AI application could share some logged application data during communication with emergency services.
	PR 6.47.6-1
	3rd party AI Agent, emergency service

KPN suggest to remove  subscriber permission (the requirement says the user initiate the communication and here we are talking about emergency services. Not even operator policy should apply. 

	CPR 14.1.8-3-16
	Subject to operator’s policy, regulatory requirements and  local regulation and subscriber permission , the 6G network shall support a mechanism to log the data (e.g., sensor data, context information) used by an AI application (e.g., AI Agent) in the Service Hosting Environment, which autonomously decided to initiate communication with emergency services on behalf of the user.
	PR 6.47.6-2
	3rd party AI Agent, emergency service

Nokia: propose to merge with 15, in a way of NOTE

KPN agrees with Nokia

	CPR 14.1.8-3-17
	Subject to operator’s policy, regulatory requirements and local regulation and subscriber permission, the 6G system shall support a mechanism for a user to provide policies which define the autonomous actions that can be taken by their authorized AI applications (e.g. AI Agents) in the Service Hosting Environment.

NOTE: 	For example, a user could provide a policy authorizing their AI Agent to share location data with a pre-defined family member. A separate policy could authorize their AI Agent to initiate communication with emergency services on the user's behalf when the Agent identifies a critical safety event
	PR 6.47.6-3
	3rd party AI Agent, emergency service

Futurewei: application level configuration
KPN suggest to remove  subscriber permission (the requirement says the user provides the policies) .



* * * End of Changes * * * *

