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Title
: Maintenance of 23.920

Status 
: Discussion

Source
: Lucent Technologies

Date

: 29 November, 1999 

TR 23.920 holds the concepts for the evolution of GSM towards UMTS that were not considered stable for Release 99.  The analysis of v 3.1.0 in the table shows that most of the work has now been covered by other documents or is related to R00.  It is proposed that S2 no longer maintains 23.920 after the December SA Plenary, given that the work on R00 is being handled in a separate TR.

Section #
Title
Comments

4.1.1
GLR Concept
Del s2-99a97 cr009

4.1.2
Super-Charger
Has been sent from CN2B to Dec CN for approval.

CR required for 23.121?

4.1.3
Turbo Charger
Report in CN close to being completed.  Need input from CN to confirm that this will be in R99





5.1
Core network transport
Defined in 23.121

5.2
Core network layer 3
Defined in 25.412

5.2.1
Common Communication Channel 


Move to 23.121 for SMS-CB support

5.3
Benefits of the Gs interface applied to UMTS
Gs in 23.060

5.4
Authentication
In 23.060 for PS domain.  

5.5
Management of ciphering keys


5.5.1
Cipher Mode Control – 2MM concept


5.5.2
UMTS-GSM handover


5.5.3
Interworking with 2g-MSC


5.6
Mobile IP in UMTS
Stage 1 is in R99.  All stages described in 23.923 and being considered for R00

5.7
Iu reference point
In 25.412

5.7.1
General


5.7.2
Control structure for the Iu reference point.


5.7.3
Iu reference point – User plane towards IP domain




5.8
Dualmode operation (GSM/UMTS)


5.9
Anchor concept
Forwarding at SGSN and possibly Bi-casting in R00 is supporting Realtime services.   If required for R00, should be described and maintained in the new TR.

5.10
Quality of service
Superceeded by TS 23.107

5.11
Others


5.11.1
GPRS/IP support for Multi-media service
Superceeded by TR 23.922

5.11.2
Separation of switching and control
Not changed for several meetings.  If required, should be covered in new R00 TR.

5.12
New Handover functionalities
In 23.121

5.13
Transcoder Control
In TR ab.cde N-99288

5.14
Support of multimedia services
Covered in 23.121 section 7.4

5.15
Support of services requiring variable bit rate
Superceeded by TS23.107

5.16
UMTS Simultaneous Mode.


5.17
GSM and UMTS cells in the same registration area
In 23.060

5.18
Short Message Service Cell Broadcast in UMTS


Recommend moved to 23.121 as project plan confirms for R99

5.19
Use of Single MSISDN for CS and PS Voice Services


Targeted for R99.  Option to be selected





6
Network Migration And Evolution
Informative only





7
Protocol Architecture
Covered by other specifications

7.1
IU Signalling Bearer Requirements for IP Domain


3GPP


