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***** First Change *****

16.7
Detach in WLAN on S2a for Multi-connection Mode
16.7.1
Detach in WLAN on GTP S2a

16.7.1.1
UE/TWAN Initiated Detach Procedure in WLAN on GTP S2a
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Figure 16.7.1.1-1: UE-Initiated Detach in WLAN on GTP S2a
The procedure is similar to in clause 16.3.1.1, with the following differences:

-
Step 2 to Step 5 refers to clause 16.9.1.
-
In case of connectivity with multiple PDNs, the steps 2 to 5 are repeated for each PDN the UE is connected to.
***** Second Change *****
16.7.1.2
HSS/AAA Initiated Detach Procedure in WLAN on GTP S2a 
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Figure 16.7.1.2-1: HSS/AAA-Initiated Detach in WLAN on GTP S2a

The procedure is similar to in clause 16.3.1.1, with the following differences:

-
Step 2 refers to Figure 16.7.1.1-1.
***** End of Changes *****
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4. PCEF-Initiated IP-CAN Session Termination Procedure











6. TWAN specific resource Release Procedure
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1. UE or TWAN initiated detach Trigger







3. Update PDN GW Address
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3. Session Termination Response
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2. The procedures as figure 16.7.1.1-1, step 2 to 5
























