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1. Overall Description:

SA 2 thanks RAN 1 and RAN 2 for their response LSs on GCSE with eMBMS (in R1-134985=S2-133880 and R2-133728 =S2-133885). SA 2 has used the information in these LSs to progress the GCSE_LTE work but this has led to the following questions to which SA2 would like to receive answers.

a) TS 36.331 section 5.8.1.1 states:
“…. In this release of the specification, an MBMS capable UE is only required to support reception of a single MBMS service at a time, and reception of more than one MBMS service (also possibly on more than one MBSFN area) in parallel is left for UE implementation.”
If SA2 has to assume that UEs can only support one MBMS service at a time, then this poses some severe constraints on the overall system design.
Is it practical to implement UEs for Public Safety users that (in conjunction with transmitting and receiving unicast data) can receive multiple MBMS services and/or multiple MBSFN areas at the same time (subject to some realistic overall data rate limit)? If so, what are some practical numbers that SA2 can assume?
b) With regard to UE power consumption in eMBMS, SA 2 anticipate that a TMGI would be sent on the MCCH every 5.12 seconds and then the mobile wakes up every 80 ms to read the MSI. 

When reading the MSI and detecting that there is no data for its TMGI, does the UE consume the same power, or more power, or much more power, than the power consumed by a UE in the subframe in which an idle mode UE is paged?

2. Actions:

To RAN 1 and RAN 2:   SA2 respectfully asks RAN 1 and RAN 2 to provide answers to the above questions and to provide any other guidance that might avoid extra cycles of LSs.
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