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Release 12 Submission form

	Feature / Item:
	Core Network Overload - User Location Information reporting improvements

	Affects:
	UE/MS:


	CN:

X
	GERAN:


	UTRAN:


	E-UTRAN:



	Expected Completion Date:
	March 2014 (SA#63)

	Service(s) impacted:
	ULI reporting

	Specification(s) affected:
	TS 23.203, TS 23.401, TS 23.060

	Task(s) within work which are not complete:
	Determine whether PCC Area level ULI reporting feature could be supported by OCS alone for the case when PCC is not deployed, and deliver corresponding changes to specifications if necessary. 

	Consequences if not included in Release 12:
	It would not be possible for the operator to apply different charging rates in specific areas (home zones, specific areas) to all its subscribers, in the case PCC is not deployed.


Abstract of document: 
CNO_ULI feature, based on the conclusions of TR 23.843, introduces:

· The concept of UE dedicated PCC area and MME/SGSN predefined PCC areas as a set of TA/RAs, eNBs and/or cells, by which ULI reporting occurs only when a UE enters or leaves the PCC area, and

· The possibility for the PCC to request ULI reporting only when the UE is active. 
Contentious Issues: 
Whether PCC Area level ULI reporting feature is required and whether it could be supported by OCS alone for the case when PCC is not deployed. 
