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1. Introduction
This P-CR proposes the new scope for TS 23.303.

2. Proposal

It is proposed to capture the proposed text as the new scope for TS 23.303
>>>>New text<<<<
1
Scope

The present document specifies the Stage 2 of the Proximity Services (ProSe) features in EPS. ProSe features consist of: ProSe discovery (direct or EPC-level) and ProSe direct communication (using E-UTRA or WLAN direct).

ProSe discovery identifies that ProSe-enabled UEs are in proximity of each other, using E-UTRA (with or without E-UTRAN) or EPC when certain criteria are fulfilled. ProSe discovery can be used as a standalone process (i.e. it is not necessarily followed by ProSe communication) or as an enabler for other services.

ProSe direct communication enables establishment of new communication paths between two or more ProSe-enabled UEs that are in direct communication range. The ProSe direct communication path could use E-UTRA or WLAN. 
The network controls the use of E-UTRAN resources used for ProSe discovery or communication for a ProSe-enabled UE served by E-UTRAN. The use of ProSe is authorised by the operator.

For Public Safety specific usage:

-
Public Safety ProSe-enabled UEs can establish the communication path directly between two or more Public Safety ProSe-enabled UEs, regardless of whether the Public Safety ProSe-enabled UE is served by E-UTRAN. All the involved Public Safety ProSe-enabled UEs need to have authorisation from the operator.

-
ProSe direct communication is also facilitated by the use of a ProSe UE-to-Network Relay, which acts as a relay between E-UTRAN and UEs not served by E-UTRAN. The use of this relay function is controlled by the operators involved. In this release of the specification ProSe direct communication using E-UTRA is only specified for Public Safety usage.
Security aspects of ProSe are defined in TS 33.xyz under the control of 3GPP SA WG.
Editor's Note: The number of the SA3 TS to be completed when SA3 decides in which specification it will capture the security aspects of ProSe.
>>>>End of new text<<<<
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