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Abstract of the contribution: 
This contribution provides initial text for section 4.3 of TS 23.468, “Reference Points”.
Discussion

The changes provide initial text for section 4.3 and its subsections.
Proposal
It is proposed the following TS 23.468 changes are approved.

	First  CHANGE


4.3
Reference points


4.3.1
General

The reference points used to support group communications are listed in the following sections.
4.3.2
List of Reference Points
4.3.2.1
GC1 reference point
The GC1 reference point exists between the GCS AS and the application client on the UE, and is not specified. 
4.3.2.2
MB2 reference point
The MB2 reference point exists between the GCS AS and the BM-SC. 
The MB2 reference point provides the ability for the application to:

-
Request the allocation/deallocation of a set of TMGIs,
-
Request to activate, deactivate, and modify a data flow over MB2.
The MB2 reference point provides the ability for the BM-SC to:

-
Notify the application of the status of a data flow over MB2.
Note 1: The ability to indicate failure to deliver content may be limited in release 12.
4.3.2.3
SGmb/Sgi-mb/M1/M3 reference points
The SGmb/SGi-mb/M1/M3 reference points are internal to the eMBMS system and are defined in TS 23.246 [xx]. 
4.3.2.4
Rx reference point
The Rx reference point is defined in TS 29.213 [xx]. The GCS AS uses the Rx interface to manage unicast resources.
	END of CHANGES
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