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Abstract of the contribution: This P-CR proposes to remove PC8 reference point
1. Introduction
As PC3 was decided to be a User-Plane reference point, there is no need to differentiate between non-roaming and roaming interfaces. Therefore it is proposed to remove PC8 from description of UE (section 4.4.3).
2. Proposal

The following changes are proposed (on top of S2-140577) in TS 23.303.
>>>>First change<<<<

4.4.3
UE 

The ProSe capable UE supports the following functions:

-
1-to-many direct communication over PC5
-
Direct discovery of other ProSe capable UEs over PC5
-
May act as a ProSe UE-to-Network relay. The remote ProSe UE communicates with the ProSe UE-to-Network relay over PC5. The Prose UE-to Network relay uses layer-3 packet forwarding.
-
Exchange of control information between ProSe UEs over PC5, e.g. for UE-to-Network relay detection and direct discovery. 

-
Exchange of ProSe control information between ProSe UE and the ProSe Function over the user plane over PC3.  In the UE-to-NW Relay case the remote ProSe UE will send this control information over PC5 user plane to be relayed over the LTE-Uu interface towards the ProSe Function.  
-
Configuration of parameters (e.g. including IP addresses, Group IDs, Group security material, radio resource parameters). These can be pre-configured in the UE, or done by signalling over the PC3 reference point to the ProSe Function in the network if in coverage. 

>>>>End Change<<<<
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