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1. Introduction
To stimulate wide acceptance and easy introduction of the new ProSe Features it is proposed to base the ProSe work on Rel-99 onwards UICCs. Therefore, no changes are envisioned for the UICC and all new features are only part of the ME and not UE.

2. Proposal

The following changes are proposed in TS 23.303 (on top of S2-140577):

**** begin ****
4.4.3
UE 

The ProSe capable UE supports the following functions: 

-
1-to-many direct communication over PC5 

-
Direct discovery of other ProSe capable UEs over PC5, 

-
May act as a ProSe UE-to-Network relay. The remote ProSe UE communicates with the ProSe UE-to-Network relay over PC5. The Prose UE-to Network relay uses layer-3 packet forwarding. 

-
Exchange of control information between ProSe UEs over PC5, e.g. for UE-to-Network relay detection and direct discovery.
-
Exchange of ProSe control information between ProSe UE and the ProSe Function over the user plane over PC3 
-
Configuration of parameters (e.g. including IP addresses, Group IDs, Group security material, radio resource parameters). These can be pre-configured in the UE, or done by signalling over the PC3/PC8 reference point to the ProSe Function in the network if in coverage. 
- 
A ProSe ME only requires a Rel-99 UICC to be a ProSe UE. No specific ProSe functionality is required in the UICC.
**** next change ****
4.5.1.1.1
Provisioning information for ProSe direct services

The following information can be contained in the authorisation info that is provided by the ProSe Function to the UE for authorisation of using direct services in a particular PLMN.

NOTE: 
For Public Safety usage the operator is able to pre-configure Public Safety UEs  with the required provisioning parameters for ProSe direct services, without the need for the Public Safety UEs to connect to the ProSe Function  to get this initial configuration. 

**** end ****
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