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Abstract of the contribution: The contribution proposes to clarify that certain information for enablement of direct communication is provisioned from a 3rd party source rather than the mobile network operator.
1
Proposal

During the discussion in SA2#101 it was noted that there are two types of configuration information for Direct Communication:
· Information provisioned by the mobile network operator (e.g. frequency bands), and

· Information provisioned by the public safety agency (e.g. ProSe Layer-2 Group ID, ProSe Group IP multicast address, security material).

In SA2#101 an Editor’s note was added to that effect.
It is proposed to clarify the text accordingly.
######################### TEXT PROPOSAL FOR TS 23.303 #########################
4.5.1.1.1.2
Provisioning for direct discovery and communication (Public Safety UE)

The contents of this section are applicable to Public Safety UEs only.

4.5.1.1.1.2.1
Additional provisioning information for direct discovery

In addition to the parameters indicated in clause 4.5.1.1.1.1, the Public Safety UE is provisioned with the following information: 

1) Authorisation policy when the UE is "not served by E-UTRA" 

-
Indicates whether the UE is authorised to perform direct discovery when "not served by E-UTRA"

2) Radio parameters container for when the UE is "not served by E-UTRA"

-
 Includes the radio parameters that need to be configured in the UE in order to be able perform direct discovery procedures when not "served by E-UTRA". This includes e.g. frequency bands etc.

NOTE: More details on the necessary parameters will be defined in RAN specifications.

4.5.1.1.1.2.2
Provisioned information for direct communication one-to-many

The following information is provisioned to the UE for direct communication: 

1) Authorisation policy

When the UE is "served by E-UTRA":

- PLMNs that the UE is authorised to perform direct communication one-to-many

-  For each PLMN in the list also indicate whether the UE is pre-authorised by HPLMN to perform direct communication one-to-many or it is conditionally authorised, in which case the UE would need to contact the ProSe Functions of these PLMNs (when it is in this country) in order to obtain authorisation. 

When the UE is "not served by E-UTRA": 

- Indicates whether the UE is authorised to perform one-to-many communication procedures when "not served by E-UTRA"






2) Radio parameters container for when the UE is "not served by E-UTRA"

-
 Includes the radio parameters that need to be configured in the UE in order to be able perform direct communication one-to-many procedures when "not served by E-UTRA". This includes e.g. frequency bands etc.

NOTE: More details on the necessary parameters will be defined in RAN specifications.




4.5.1.1.1.2.3
Information provisioned by a 3rd party public safety provider
The following information is provisioned to the UE for direct communication: 

1) Direct communication policy/parameters

- Includes the identifiers that allow the UE to perform one-to-many communication: 

-
ProSe Layer-2 Group ID;

- 
ProSe Group IP multicast address

- Indication whether the UE should use IPv4 or IPv6 for the specific group

2) Security credentials for direct communication one-to-many
NOTE: More details on the necessary parameters will be defined in SA3 specifications.

Editor's Note: SA3 will also assess whether it is necessary to provision any security parameters from DPF. 
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