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4.5.1.1
Authorization and provisioning for ProSe

4.5.1.1.1
General

The basic principles of service authorization for ProSe Direct Discovery and ProSe Direct Communication are as follows:

- 
the UE gets authorization from the HPLMN to use ProSe Direct Discovery on a per PLMN basis. The authorisation policy may:
- authorise the UE from a HPLMN to use ProSe Direct Discovery in that Local PLMN without the need to contact the Local PLMN first;
- conditionally authorise the UE by requiring it to also receive authorisation from the ProSe Functions of the Local PLMNs. The ProSe Function, in a Local PLMN is called local ProSe Function.; or
- prohibit the UE from using ProSe Direct Discovery in that Local PLMN. 
NOTE:  The UE does not need to be registered in the Local PLMN to get authorization (if required) from the local ProSe Function since authorisation is performed "over IP".

- 
If the UE is required to get authorisation from a local ProSe Function, it accesses that local ProSe Function to get PLMN specific Authorisation Information. This ProSe Function includes the one of the registered PLMN as well as those of other local PLMNs.

-
When the local ProSe Function is not in the HPLMN, the local ProSe Function always contacts the ProSe Function in HPLMN to check authorization and the local ProSe function consolidates the authorization information. Final authorization always comes from the local ProSe Function.

The authorization can be revoked at any point by either the local ProSe Function or the ProSe Function in HPLMN.

OMA DM is used as the protocol to authorise and provision the UE. Authorisation and provisioning is performed via the PC3 reference point.

