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	Change Reporting Action is to be found in stage 3 (29.274) for the Create Session Response, Create Bearer Request, Modify Bearer Response, Update Bearer Request, etc…

This is not clearly documented in stage 2. So stage 2 needs to be upgraded. 
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, at PDN GW initiated bearer modification without bearer QoS update) or upon a Modify Bearer exchange e.g. as part of a Routing Area Update procedure.
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15.1.3.1
Basic principles

The GGSN or P‑GW may request for each PDP context independently using the "MS info change report required" and/or the "CSG information change report required" parameter that the SGSN shall report changes at CGI/SAI/RAI level and/or changes of user CSG information. In addition the GGSN or P-GW may request that the CGI/SAI/RAI changes shall be reported for a PDP context only when its RAB/PFC is established. 
The P-GW may also request for each PDP context independently using the Presence Reporting Area Action parameter that the SGSN shall report changes when UE enters/leaves a Presence Reporting Area. The Presence Reporting Area Action contains the Presence Reporting Area identifier and optionally a list of Presence Reporting Area elements. This may be controlled through the Policy and Charging Control architecture as defined in TS 23.203 [88].

A PGW may control reporting (any combination of  "MS Info Change Reporting Action " and/or  "Presence Reporting Area Action " and/or "CSG Information Reporting Action ") at following procedures:

-
PDP Context Activation Procedure using S4, 
· Routing Area Update (when inducing a Modify Bearer procedure to the PGW),
· Inter RAT Hand-Over to a S4-SGSN (when inducing a Modify Bearer procedure to the PGW),

· Secondary PDP Context Activation Procedure, PDP Creation part, using S4,

· Network Requested Secondary PDP Context Activation Procedure using S4
· Request part of SGSN-Initiated EPS Bearer Modification Procedure using S4
· PDN GW Initiated EPS Bearer Modification Procedure, using S4
· Execution part of MS-Initiated Modification Procedure using S4
The reporting of entering and leaving a Presence Reporting Area (i.e. the Change of UE presence in Presence Reporting Area reporting procedure) is defined in TS 23.401 [89]. The PGW may request to Start reporting of changes of UE presence in a Presence Reporting Area and may request to Stop this reporting When the SGSN receives the request to start  reporting changes of UE presence in a Presence Reporting Area for a PDP context, the SGSN shall report in the response message to the P-GW the Presence Reporting Area Information comprising the Presence Reporting Area identifier and an indication on whether the UE is inside or outside the Presence Reporting Area. The request to Stop a reporting contains the Presence Reporting Area identifier.
If PCRF is not deployed or not enabled the APN, the P-GW may indicate support for the changes of UE presence in Presence Reporting Area to the Online Charging System. The Online Charging System may provide a Presence Reporting Area identifier and subscribe to notifications about changes of UE presence in Presence Reporting Area as defined in TS 23.203 [88].

During both mobility management and session management procedures, the SGSN shall indicate (using the MS Info Change Reporting support indication):

-
If CGI/SAI/RAI information is permitted to be sent to the GGSN/P-GW according to SGSN operator's policy,

-
If the SGSN supports CGI/SAI/RAI change reporting for PDP contexts only when its RAB/PFC is established. For GERAN, the SGSN shall only indicate this if the SGSN supports the feature and both the BSS and MS have indicated to support PFC procedures,

-
If the S4-SGSN supports reporting of the UE entering/leaving of a Presence Reporting Area and is permitted to send information about this event to the P-GW according to SGSN operator's policy,

-
If CSG information is permitted to be sent to the GGSN/P-GW according to SGSN operator's policy.

Upon change of serving SGSN, the "MS info change report required" is transferred as part of the PDP Context information. If the level of support changes during a mobility management procedure then the target SGSN shall indicate the current level of support to the GGSN/P-GW and shall in addition provide CGI/SAI even if the GGSN/P-GW has not requested this information. This could for example happen during SGSN change when the level of support indicated by the old SGSN is not the same as in the new SGSN.

NOTE 1:
The inclusion of CGI/SAI will trigger a Modify Bearer Request message from S-GW to the P-GW and therefore this will make sure that the new level of support reaches the P-GW.

Upon change of serving S4-SGSN, the Presence Reporting Area identifier and if provided by the P-GW the list of Presence Reporting Area elements are transferred for all PDN connections as part of MM Context information to the target S4-SGSN during the mobility procedure. The target S4-SGSN indicates per PDN connection to the corresponding P-GW whether the reporting of a change of UE presence in Presence Reporting Area is supported (using the MS Info Change Reporting support indication), the Presence Reporting Area identifier and whether the UE is inside or outside the Presence Reporting Area.

NOTE 2: Homogeneous support of Presence Area reporting in a network is assumed.
The GGSN/P-GW shall not request the SGSN to report CGI/SAI/RAI and/or user CSG information changes if it has not received the indication for corresponding support from the SGSN. The P-GW shall not request the SGSN to report changes of UE entering/leaving a Presence Reporting Area if it has not received the indication for corresponding support from the SGSN. In Iu-mode, the SGSN uses the Location Reporting procedures in clause 12.7.5 to request the RNC to report changes in SAI to the SGSN.

The SGSN should report to the GGSN/P-GW per MS in the Change notification message where the report is not combined with other mobility management or session management signalling. The GGSN/P-GW may also request the SGSN to stop reporting CGI/SAI/RAI and/or user CSG information changes. The P-GW may also request the S4-SGSN to stop reporting the UE entering/leaving a Presence Reporting Area. The SGSN obeys the last explicit instruction from the GGSN/P‑GW.

NOTE 3:
Due to the increased signalling load, it is recommended that such reporting is only applied for a limited number of subscribers or that the ULI reporting is only performed for changes of UE presence in a Presence Reporting Area.

