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1. Overall Description:

RAN3 would like to thank SA2 for the LS on system aspects for Small Cell Enhancement work in RAN and would like to provide answers to the questions raised and provide comments on the working assumptions provided in the LS. 
Answers to the Questions:
1. Is any extra information from the CN needed to let RAN make the dual connectivity decision?

RAN3: RAN3 did not identify any extra information needed from the CN for RAN to make the decision about applying the dual connectivity feature.
2. Does the dual connectivity feature support LIPA/SIPTO@local network in Rel-12?

RAN3: RAN3 will not work on additional standard support for LIPA/SIPTO in dual connectivity for Rel-12.
3. Does the dual connectivity feature support CSG for Rel-12?

RAN3: RAN3 will not work on additional standard support for CSG in dual connectivity for Rel-12.
4. Does the UE_AMBR enforcement in RAN need extra CN assistance or can it remain transparent to CN?  Would RAN WGs need assistance from relevant CT WGs or SA2 for solving that issue?

RAN3: RAN3 didn’t identify any need for EPC assistance for UE-AMBR enforcement. UE AMBR enforcement shall be kept in E-UTRAN and no extra CN assistance is needed.
5. SA2 requests RAN3 to look into the Location Information Reporting in the context of RAN features where radio resources for a specific UE span more than a single cell in future release. 

RAN3: RAN3 decided that user location information reporting functionality shall be based on the serving cell identity of MeNB in the dual connectivity case in Rel-12.
Comments on the Working Assumptions:

· Ad 3) RAN3 analysed the possibility of an S-GW relocation during the addition/modification/release of SeNB resources with UP alternative 1A and concluded that unlike during X2 HO, S-GW relocation cannot happen during the addition/modification/release of SeNB resources.

· Ad 13) RAN3 will not work on additional standard support for Relay in dual connectivity for Rel-12.
· The discussion on S1-U tunnel switching, e.g. whether to create a new S1 procedure or, whether to extend the existing X2 and/or S1 handover procedures, is ongoing. 
2. Actions:

To SA2 group.
ACTION:   RAN3 kindly asks SA2 to take the above feedback into account.
3. Date of Next TSG-RAN3 Meetings:

TSG-RAN3 Meeting #83bis  31th March – 4th April 2014
San Jose del Cabo, Mexico
TSG-RAN3 Meeting #84
19th – 23th May 2014
Seoul, Korea 
