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Abstract of the contribution: 
This contribution is in response to the LS-in (C4-140388) from CT4 dealing with handover from eHRPD to EUTRAN. Investigation of TS 23.402 reveals an unknown “Message X” in section 9.5.1 that may not have been implemented by 3GPP2.
1.
Introduction
CT4 have sent an LS (C4-140388) to SA2 requesting alignment of optimised and non-optimised handovers from eHRPD to EUTRAN in TS 23.402.
Investigation of TS 23.402 section 9.5.1 reveals an unidentified eHRPD message for tunnelling signalling via eHRPD to EUTRAN.
2.
Discussion

Section 9.5.1 of TS 23.402 includes an eHRPD “Message X” in steps 3, 5, 13, and 14. Examination of figure 9.5.1-1 indicates that “Message X” is used in a procedure over the eHRPD radio interface to tunnel 3GPP signalling.

There is some question about whether 3GPP2 have ever implemented this Message X. If implemented, then the name should be updated in TS 23.402. If not implemented, then TS 23.402 should be updated to indicate that the optimised handover feature from eHRPD to EUTRAN is not supported.

3.
Proposal
It is proposed that an LS be sent to 3GPP2 to determine whether the tunnelling procedure for optimised handover from eHRPD to EUTRAN has or will be implemented. If implemented, then SA2 can proceed to accomplish the alignment requested in C4-140388; otherwise, TS 23.402 should be updated to indicate that the optimised handover feature from eHRPD to EUTRAN is not supported.
A draft LS to 3GPP2 TSG-AC WG2 is available in S2-14cccc.

4.
Reference

TS 23.402 v12.4.0, “Architecture enhancements for non-3GPP accesses (Release 12)”.
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