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8
Conclusions

8.1
Interim conclusions

8.1.1
Building Block 1 Key issues

As per UPCON Building Block 1 objectives, it is decided to concentrate and seek resolution for the following key issues only:

· Key issue 1: RAN User Plane Congestion Mitigation;

· Key issue 2: RAN User Plane Congestion Awareness;

· Key issue 3: Differentiated treatment for non-deducible service data flows in case of RAN user plane congestion. 

8.1.2
Building Block 1 Solutions

As per UPCON Building Block 1 objectives, it is decided per solutions defined in this document: 

1. The Solution 6.1: CN-based solutions for RAN user plane congestion management 

a. The Solution 6.1.4 (RAN Congestion detection solutions) should not be developed further by SA2. Appropriate assumptions and/or communication with RAN may be started in order to progress this solution, depending on solution selected by SA2;

b. The Solution 1.6.1 (Policy-based Congestion Mitigation) should not be compared with other solutions, but may be evaluated and considered only as a complementing part for any of the remaining CN-based Solutions for RAN user plane congestion management (defined in section 6.1).

2. The Solution 6.2: RAN-based solutions for RAN user plane congestion management 

a. The Solution 2.4 (Differentiation of IP flows based on flow level QCI) should not be developed further by SA2.

3. The Solutions 6.3 (UE-based Solutions for RAN user plane congestion management) solutions should not be considered for BB1 evaluation, as both 6.3.1 Solutions for Uplink Congestion Management and 6.3.2 Solutions for Handling of Unattended Traffic resolve key issues other than key issues 1-3 which are required for BB1.

It is decided that one of CN based solutions and one of RAN based solutions will be selected in order to fulfil key issues #1, #2, and #3.
Note: For the list of CN and RAN based solutions which are candidates for selection please see Table 7.1-1.
8.2
Final conclusions
8.2.1
Building Block 1 final conclusions
Editor’s Note: This section will include Building Block 1 final conclusions once reached.
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