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>>>>Start of changes<<<<
5.1.2.3.2
Activate MBMS Bearer Procedure

The Activate MBMS Bearer procedure is used by the GCS AS to cause allocation of resources for an MBMS bearer.
Figure 5.1.2.3.1-1 provides the procedure used between the GCS AS and the BM-SC to activate an MBMS bearer.
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Figure 5.1.2.3.1-1: Activate MBMS Bearer Procedure
1.
When the GCS AS wishes to activate an MBMS bearer over MB2, the GCS AS sends an Activate MBMS Bearer Request message to the BM-SC, including the TMGI and FlowID representing the MBMS bearer to be started, QoS, MBMS broadcast area, and start time. The TMGI and FlowID are optional. If the TMGI and FlowID are not included, the BM-SC shall assign values for the TMGI and FlowID. The TMGI and FlowID shall either both be included in this message or neither be included. The QoS shall be mapped into appropriate QoS parameters of the MBMS bearer. The MBMS broadcast area parameter shall carry an MBMS Service Area (as defined in TS 23.246 [3]).
2.
The BM-SC shall determine whether the GCS AS is authorized to use the TMGI and allocate MBMS resources to support content delivery of the MBMS bearer to the requested MBMS broadcast area using the Session Start procedure defined in TS 23.246 [3].
3.
The BM-SC shall send an Activate MBMS Bearer Response message to the GCS AS, including the TMGI, FlowID, service description, BM-SC IP address and port number, and an expiration time. The service description contains MBMS bearer related configuration information. The expiration time is included only if the BM-SC has allocated a TMGI as a result of this procedure.

Note 1: The GCS AS may use the service description to provide information to the UE, which may be used by the UE to access the MBMS bearer.

5.1.2.3.3
Deactivate MBMS Bearer Procedure

The Deactivate MBMS Bearer procedure is used by the GCS AS to cause deallocation of resources for an MBMS bearer.
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Figure 5.1.2.3.2-1: Deactivate MBMS Bearer Procedure
1.
The MBMS bearer is being broadcast over the MBMS system.

2.
When the GCS AS determines that the MBMS bearer is no longer needed, it shall send a Deactivate MBMS Bearer Request message to the BM-SC, including the TMGI and FlowID representing the MBMS bearer to be deactivated.

3.
The BM-SC shall take whatever actions are needed to stop broadcast of the MBMS bearer to the agreed MBMS Service Area, and to deallocate MBMS resources used for the MBMS bearer using the Session Stop procedure defined in TS 23.246 [3].

4.
The BM-SC shall send a Deactivate MBMS Bearer Response message to the application, including the TMGI and the FlowID. 

5.1.2.4
Modify MBMS Bearer Procedure

The Modify MBMS Bearer procedure is used by the GCS AS to cause modification of the priority and preemption values for an MBMS bearer, the MBMS broadcast area, or both.
Figure 5.1.2.4-1 provides a description of the procedure used between the GCS AS and the BM-SC to modify an activated MBMS bearer.
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Figure 5.1.2.4-1: Modify MBMS Bearer Procedure
1.
When the GCS AS determines that an activated MBMS bearer needs to be modified, it shall send a Modify MBMS Bearer Request message to the BM-SC, including the TMGI, FlowID, any new priority and preemption characteristics to be used, and the MBMS broadcast area. The priority and preemption characteristics and the MBMS broadcast area are optional parameters but at least one of them needs to be included in the Modify MBMS Bearer request.

2.
The BM-SC shall modify the characteristics of the MBMS bearer using the Session Update procedure defined in TS 23.246 [3].

3.
The BM-SC shall send a Modify MBMS Bearer Response message to the GCS AS, including the TMGI and the FlowID.

5.1.2.5
MBMS Bearer Status Indication Procedure

The MB2 interface allows the BM-SC to notify the GCS AS of conditions affecting the delivery of services that use MBMS Delivery.  The occurrence of the indicated condition may have been detected at the BM-SC or may have been reported to the BM-SC by other entities involved in the MBMS delivery.
The BM-SC sends the MBMS Bearer Status Indication message which includes an identification of the condition whose occurrence triggered the sending of the message and may include other information.

Figure 5.1.2.5-1 illustrates the MBMS Bearer Status Indication procedure.
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Figure 5.1.2.5-1: MBMS Bearer Status Indication procedure
5.2
Specific Usage of EPS Bearers for GCS
Each UE participating in the Group Communication Service uses one or multiple EPS bearers for exchanging application signaling and data with the GCS AS. The EPS bearer services are specified in TS 23.401 [5] and TS 23.203 [6].
In order to enable GCS, a PDN connection needs to be established that can be used for GC1 signaling exchange. When the PDN connection gets established the PCC functionality determines a QCI and an ARP for the default bearer, which may be used for GC1 signaling. Alternatively, during PDN connection establishment a dedicated bearer may be established for GC1 signaling by configuring PCC rules accordingly.

A GCS UE may join multiple GCS groups, which are served by one or more EPS bearers. The GCS AS determines the service characteristics, e.g. media or flow description and priority, which is used by the PCRF to determine the EPS bearer configuration appropriate for GCS. The GCS AS updates the PCRF with service characteristics to initiate  any required update of the EPS bearer configuration, e.g. when the UE joins or leaves a GCS group or when a GCS data exchange starts or stops.

Whenever the UE's bearer configuration needs to be updated, the GCS AS provides the updated or new service characteristics to the PCRF. From service characteristics PCRF determines the required bearer configuration, including QCI and ARP, and adjusts the UE's EPS bearers accordingly. Operator policies determine whether the PCRF modifies already established bearers or whether the PCRF establishes dedicated bearer(s) with the determined bearer characteristics.

The PCRF is not aware of the GCS group(s) referenced at the application layer by the GCSE AS and UE.

To obtain the Idle Mode responsiveness desired for its use of the GCS the GCS UE shall signal the Idle Mode DRX value to the MME, using the procedures described in TS 23.401 [5]. The EUTRAN derives from the QCI the configuration for delivering an equivalent responsiveness in Connected Mode.

>>>>End of changes<<<<
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