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* * * First Change * * *

5.1.2.1
General

The MB2 interface provides the ability for the application to use the functionality of the MBMS system to deliver data to group members over MBMS. The procedures supported include:

-
allocation of a set of TMGIs (TS 23.246 [3]) by the BM-SC at the request of the GCS AS, (see clause 5.1.2.2.1),

-
deallocation of a set of TMGIs by the BM-SC at the request of the GCS AS, (see clause 5.1.2.2.2),

-
activating an MBMS bearer, (see clause 5.1.2.3.1),

-
deactivating an MBMS bearer that is configured, (see clause 5.1.2.3.2),

-
modifying characteristics of an MBMS bearer that is configured, (see clause 5.1.2.4), and

-
reporting of MBMS Delivery status from the BM-SC to the GCS AS, (see clause 5.1.2.5).

The MB2 interface between the GCS AS and the BM-SC is established before any MB2 messages are sent between these two entities, and carries all MB2 messages between the two entities for all MBMS bearers used by the GCS AS. The TMGI/FlowID (see TS 23.246 [3]) is the unique identifier used by the GCS AS and BM-SC to refer to the MBMS bearer.

* * * Second Changes * * *

5.1.2.2
TMGI Management
5.1.2.2.1
General
TMGIs are managed between the GCS AS and the BM-SC using the following procedures. The BM-SC allocates and deallocates TMGI(s) based upon requests from a GCS AS. The BM-SC may automatically de-allocate a TMGI or a list of TMGIs due to TMGI lifetime expiration or O&M reasons. When a TMGI is deallocated autonomously, the BM-SC shall send an MBMS Delivery Status Indication message to the GCS AS to indicate that the TMGI has been deallocated. If MBMS resources are in use for any of the deallocated TMGIs, those resources are released using the Session Stop procedure defined in TS 23.246 [3], and BM-SC shall terminate any corresponding MB2 resources.
* * * Third Changes * * *

5.1.2.2.3
TMGI Deallocation Procedure

The TMGI Deallocation procedure is used by the GCS AS to release a set of TMGIs. 

Figure 5.1.2.2.2-1 provides the procedure used between the GCS AS and the BM-SC to deallocate TMGIs.
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Figure 5.1.2.2.2-1: TMGI Deallocation Procedure
1.
When the GCS AS decides that it no longer needs one or more TMGIs that are allocated to it, the GCS AS shall send a Deallocate TMGI Request message to the BM-SC with the list of TMGIs to be deallocated. Absence of the list of TMGIs implies that all TMGIs currently allocated by the BM-SC to the GCS AS are to be deallocated.

2.
The BM-SC shall determine that the GCS AS is authorized to deallocate the indicated TMGIs, and shall then deallocate the TMGIs. If MBMS resources are in use for any of the deallocated TMGIs, those resources are released using the Session Stop procedure defined in TS 23.246 [3], and BM-SC shall terminate any corresponding MB2 resources.

3.
The BM-SC sends a Deallocate TMGI Response message to the GCS AS.
* * * Forth Changes * * *

5.1.2.5
MBMS Delivery Status Indication Procedure

The MB2 interface allows the BM-SC to notify the GCS AS of conditions affecting the delivery of services that use MBMS Delivery.  The occurrence of the indicated condition may have been detected at the BM-SC or may have been reported to the BM-SC by other entities involved in the MBMS delivery.
The BM-SC sends the MBMS Delivery Status Indication message which includes an identification of the condition whose occurrence triggered the sending of the message and may include other information.

Figure 5.1.2.5-1 illustrates the MBMS Delivery Status Indication procedure.
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Figure 5.1.2.5-1: MBMS Delivery Status Indication procedure

* * * End of Changes * * *
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