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-------------------------------------START CHANGE------------------------------------

6.1.X.2
UE reporting restrictions
Depending on the operator's congestion mitigation policy, it may not be necessary to have RUCI reporting for all users. An operator shall be able to specify restrictions for RUCI reporting on a per UE per APN basis. Reporting restrictions can be used to activate or deactivate the RUCI reporting. Reporting restrictions can also be used to limit RUCI reporting. This is achieved by defining one or more sets of congestion levels, such that the RCAF indicates only that the UE experiences a congestion level within the given set but does not indicate the congestion level itself within that set. The sets must be non-overlapping such that a congestion level belongs to a single set only.
NOTE: The support for the reporting restrictions is optional, and used only if both the PCRF and the RCAF support this feature.
-------------------------------------NEXT CHANGE------------------------------------

7.X.Y
PCRF provided reporting restrictions

This clause describes the signalling flow for adding, updating or removing reporting restrictions for a given UE. A pre-condition for this procedure is that the RCAF has already performed RUCI reporting for the given UE. The PCRF uses the stored RCAF identity for the given UE to contact the appropriate RCAF node. 
This procedure may be triggered by the initial RUCI message for the given UE at a given RCAF, or by other events, e.g., change in the subscription. The procedure is shown in Figure 7.X.Y below. 
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Figure 7.X.Y: PCRF provided reporting restrictions

1. 
PCRF sends a Modify UE Context Request to the RCAF of the given UE, specifying the new reporting restrictions or the removal of the reporting restrictions. The RCAF stores the new reporting restrictions or removes the reporting restrictions accordingly. 
2. 
The RCAF sends a Modify UE Context Response back to the PCRF to notify the PCRF about the success of the change in the reporting restrictions. 

3. 
In case the RCAF already had reporting restrictions for the UE which are changed in step 2, this may trigger RUCI reporting as specified in section 7.X.1. This occurs in case of a change from disabled reporting to enabled reporting, or if some reporting restrictions are lifted. The RCAF uses the RUCI message to report congestion information to the PCRF if it is allowed by the change in the reporting restrictions. 

4. 
The RUCI is acknowledged. 

-------------------------------------END CHANGE------------------------------------

_1466495828.bin

