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	 Per LS-in(S2-142965), in the SA1# 67 meeting SA1 decided the ProSe service for Public Safety UE to be available in some situations, which shall be treated as out-of-coverage. 

That is. -
It cannot find a suitable cell of the selected PLMN

-
It receives a "PLMN not allowed" response to a registration request

-
It receives a "GPRS not allowed" response to a registration request 
In release 12, for the out-of-coverage ProSe service, TS 23.303 describes one-to-many direct communication feature only. Hence the above update should be incorporated to the one-to-many direct communication description.
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* * * Begin 1st change * * *
5.4.1
One-to-many ProSe Direct Communication general

One-to-many ProSe Direct Communication   is applicable only to ProSe-enabled Public Safety UEs and when authorised, can apply when the UE is served by E-UTRAN and when the UE is outside of E-UTRA coverage(i.e. the UE can not find a suitable cell of  the selected PLMN or receives a “PLMN not allowed” response to a registration request.) .

One-to-many ProSe Direct Communication   has the following characteristics:

-
One-to-many ProSe Direct Communication is connectionless. Thus there is no signalling over PC5 control plane.

-
There is no QoS support apart from priority handling.

-
The radio layer provides a user plane communication service for transmission of IP packets between UEs engaged in direct communication.

-
Members of a group share a secret from which a group security key may be derived to encrypt all user data for that group.

-
Authorisation for one-to-many ProSe Direct Communication is configured in the UE by the ProSe Function using PC3 reference point.

-
ProSe UE configuration parameters (e.g. including ProSe Group IP multicast addresses, ProSe Group IDs, Group security material, radio related parameters) are configured in the UE.

* * * End change * * *
