SA WG2 Meeting #S2-106
S2-143833

17 - 21 November 2014, San Francisco, USA

3GPP TSG SA WG4 EVS SWG Conference Call #41

AHEVS-347
16th October, 2014, 14:00 CEST
Title:
LS Response on Introducing the EVS codec in MTSI
Release:
Release 12
Work Item:
EVS_codec
Source:
TSG SA WG4

To:
TSG CT WG1, TSG CT WG3, TSG CT WG4
Cc:
TSG SA WG2
Contact Person:

Name:
Takako Sanda
E-mail Address:
sanda.takako@jp.panasonic.com
Attachments:
AHEVS-349: RTP Payload Format and Media Type Parameters
1. Overall Description:
TSG SA WG4 (SA4) thanks TSG CT WG4 (CT4) for the LS Response S4-140793/C4-141618 on introducing the EVS codec in MTSI, and for sharing the analysis result on transcoder-free SRVCC operations for the EVC codec. SA4 also thanks TSG CT WG1 (CT1), TSG CT WG3 (CT3) and CT4 for the special work on adding support for the EVS codec by agreeing the new CT-wide WID C1-143020/C3-143222/C4-141540 “CT Impacts of Codec for Enhanced Voice Services (EVS_Codec-CT)”.
In the LS Response, SA4 has been asked to provide the information about: the RTP payload format and MIME parameters for EVS and a possible use of the "rtcp-fb" SDP attribute or the "rtcp-xr" SDP attribute for EVS.
For the RTP payload format and media type parameters for EVS, the details are specified in the enclosed “RTP Payload Format and Media Type Parameters”. These documents have been agreed at EVS SWG level to be included in Annex of TS 26.445: EVS Codec Detailed Algorithmic Description. In the next SA4#81 meeting 03 - 07 Nov. 2014, a CR to TS 26.445 is to be agreed at SA4 level. It is expected more media type parameters will be defined, e.g., related to channel aware mode and transport of multiple audio channels.
In the attached documents, text in brackets is not agreed. Please note that two terminologies used in the original LS in S4-140750 /C4-141251 on introducing the EVS codec in MTSI, “the new EVS mode” and “the EVS AMR-WB IO mode” are rephrased as “the EVS Primary mode” and “the AMR-WB IO mode” respectively.
SA4 is also working on an additional Rel-12 TS 26.114 CR which is expected to include RTCP based codec control mechanisms for EVS and may possibly also define a new SDP attribute to negotiate the use of those mechanisms. 
SA4 intends to agree these CRs for TS 26.445 and TS 26.114 at the next SA4 meeting and will then inform the CT groups via LS.
2. Actions:
To: CT WG1, CT WG3, CT WG4,
ACTIONS:
SA4 asks CT1, CT3 and CT4 to kindly take into consideration the draft RTP payload format and media type parameters for EVS as specified in the enclosed “RTP Payload Format and Media Type Parameters” in the EVS_Codec-CT Work Item and provide possible feedback. 
3. Date of Next TSG SA WG4 Meetings:

TSG SA WG4 Meeting #81
03 - 07 Nov. 2014
Tenerife - Santa Cruz, Spain
TSG SA WG4 Meeting #82
26 – 30 Jan. 2015
Dubrovnik, Croatia
