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1. Overall Description:

During the discussion of CT1 CRs on automatic mode service provider selection over WLAN a question was raised regarding the details of choosing a PLMN equivalent to the RPLMN as the service provider. 
TS 23.402 states the following:

“ 4.8.2.1.8
Preferred Service Provider List

The Preferred Service Providers List (PSPL) contains a prioritized list of service providers preferred by the UE's 3GPP home operator for WLAN roaming. This list is used by the UE (i) to construct a NAI when it attempts 3GPP-based access authentication over a selected WLAN access network and (ii) to select a WLAN access network when there are multiple WLANs available that match the selection criteria in the active WLANSP rule.

The PSPL contains service providers identified via realms. Service providers may be PLMNs. This allows a UE to select the preferred service provider to authenticate with (over the selected WLAN) based, among other information, on the list of service providers advertized by the WLAN, e.g. by means of HS2.0 ANQP query [75] if the AP is HS2.0 capable or with other means when the AP is not HS2.0 capable.

The UE uses the PSPL to identify whether a 3GPP service provider is an Equivalent HPLMN (EHPLMN) or a 3GPP roaming partner.

The PSPL indicates also whether or not the UE shall prefer to select over WLAN access the same PLMN as the one currently registered over 3GPP access (known as the 3GPP Registered PLMN, 3GPP RPLMN). If the PSPL is set to "prefer 3GPP RPLMN", the UE selects the 3GPP RPLMN (or a PLMN equivalent to 3GPP RPLMN) as the PLMN over WLAN access. If the PSPL is not set to "prefer 3GPP RPLMN", the UE selects a service provider over WLAN access as described in clause 4.8.2b.

The PSPL is always provided by the HPLMN through H-ANDSF or can be statically provisioned in the UE. The UE shall ignore the PSPL information provided by the V-ANDSF, if any.”

Question:

If the UE selects a VPLMN according to the requirement above, and the VPLMN wishes the UE to use a service provider equivalent to the VPLMN in WLAN and the service provider uses a realm not based on epc.mnc<MNC>.mcc<MCC>.3gppnetwork.org in WLAN, is there any stage2 requirement on how can the UE discover the realm of the service provider equivalent to the VPLMN?

2. Actions:

To SA2 group.

ACTION: CT1 seeks clarification on the question described above.
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