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1. Introduction
This contribution adds further clarification to the ‘UE Usage Type’ subscription parameter.
2. Discussion
While there is some description on how the serving network uses the ‘UE Usage Type’ subscription parameter to select which of its CNs shall serve the UE, it is felt that this description need further clarification to cover the UE Usage Type impact beyond the Core Network Nodes. For example the RAN nodes also make use of the UE Usage Type in re-routing the Attach or TAU/RAU procedures.
3. Proposal

The following clarification bellow is proposed to TR 23.707, s5.1.1.1.1
* * * Start of Change * * * *

5.1.1.1.1
New Subscription Information

A new optional subscription information parameter ("UE Usage Type") stored in the HSS is used by the serving network to select which of its CNs shall serve the UE. The operator configures which of his CNs serves which UE Usage Type(s). Multiple UE Usage Types can be served by the same CN. The HSS provides the “UE Usage Type” value in the subscription information of the UE to the MME/SGSN/MSC. The serving network chooses the dedicated CN based on the operator configured (UE Usage Type to CN) mapping, other locally configured operator's policies and the UE related context information available at the serving network, e.g. the information about roaming.

“UE Usage Type” values are standardised, e.g. for “general MTC” or “delay tolerant MTC”, or are operator specific.
The “UE Usage Type” is associated with the UE or group of UEs (describing its usage characteristic), i.e. there is only one UE Usage Type” per UE subscription. The “UE Usage Type” enforces a network policy or configuration regarding the use of particular network resources and procedures,
* * * End of Change * * * *

