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	Reason for change:
(

	In case of the MSC does not subscribe to the conference related events in IMS will cause the following problems:

1) The MSC will not send disconnect message to UE when the remote party leaves the conference, and the remote party will not be removed from the list of participants in UE. The operation that inviting other user to a conference may fail due to exceeding the max number of participants, while the live number of participants are actually less the max number of participants.
2) When the UE wants to remove the remote party which has left the conference, the UE shall send a disconnect message to MSC, the MSC shall send the REFER message to the remote party, and this operation may fail due to no participants information in SCC AS.

3) When PS to CS SRVCC is performed, the UE may have different user experience with the case that PS to CS SRVCC is not performed:
In case of PS to CS SRVCC is not performed, the UE is notified if a remote party leaves the conference, and the UE need not to send REFER message to remove the remote party which has left from the conference.
In case of PS to CS SRVCC is performed, after SRVCC, the UE is not notified if a remote party leaves the conference. When the UE wants to remove the remote party which has left the conference, the UE shall send a disconnect message to MSC, the MSC shall send the REFER message to the remote party, and this operation may fail due to no participants information in SCC AS.
4) For the case of user invites other users to a conference by including URI list in initial INVITE request to the conference focus, if SRVCC is performed before some of the other users join the conference (e.g. these users is still in alerting state), the MSC will not know whether these users shall join the conference or shall not join the conference.
5) It is also no description for mapping between NAS and SIP signalling for Mw interface (for TS 29.292 is only applicable for I2 interface).
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	Supporting subscription for conference event package for both the MSC Server enhanced for ICS and the MSC Server not enhanced for ICS after SRVCC.
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* * * First Change * * * *

6.3.2.1.8
PS - CS Access Transfer: Conferencing - for UEs not using ICS capabilities

When the UE is using a conference service and Access Transfer between PS and CS access networks happens, the conference information should be provided by the SCC AS.

The following procedures require that the use of network capabilities to support MSC Server assisted mid-call feature during Access Transfer is supported by the UE and the network according to clause 6.3.2.1.1a, clause 6.3.2.1.4a or clause 6.3.2.1.6 for PS to CS Access Transfer, and according to clause 6.3.2.1.2a for CS to PS Access Transfer. They further require that the MSC Server is enhanced for ICS as specified in TS 23.292 [5].

When the UE in an on-going conference performs Access Transfer from PS to CS, the SCC AS shall provide the conference information (i.e. conference URI, identifier of all participants, etc.) to the MSC Server on the Target Access Leg. When the MSC Server receives the conference information, it shall create a conference state in CS access network (i.e. call in MPTY). When multiple multi-media sessions including a conference exist, if the active session being transferred or the selected additional session to be transferred is a conference call, the conference information shall also be included in the session state information to be sent by the SCC AS to the MSC Server. The MSC Server enhanced for ICS using the conference information then performs conference control on behalf of the UE as specified in clause 7.6.2.8 of TS 23.292 [5]. The MSC Server not enhanced for ICS performs conference control as specified in clause 7.6.3.6 of TS 23.292 [5] after the Access Transfer from PS to CS.

Whether the MSC Server enhanced for ICS or the MSC Server not enhanced for ICS can subscribe to the conference related events in IMS after the access transfer from PS to CS is based on operator’s configuration. 
When the UE in an on-going conference performs Access Transfer from CS to PS, the SCC AS shall provide the conference information (i.e. conference URI, etc.) to the UE on the Target Access Leg. When multiple sessions including a conference exist, if the active session being transferred or the additional held session is a conference call, the conference information shall also be included in the Session State Information to be sent by the SCC AS to the UE. The UE then uses the conference information to control the conference in PS domain as specified in TS 24.147 [25].

* * * End of Change * * * *
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