SA WG2 Temporary Document

Page 1

SA WG2 Meeting #106
S2-144505
17 - 21 November 2014, San Francisco, USA
(revision of S2-144267)
Source:
Huawei, HiSilicon
Title:
Update of approaches for assignment during handover

Document for:
Approval
Agenda Item:
7.6
Work Item / Release:
DÉCOR / Rel-13
Abstract of the contribution: This P-CR provides the description on how solution 3 applies after the UE comes from non-DECOR to DECOR by a handover.
1. Introduction
The handover from non-decor to decor is not yet described for solution 3. The solution applies the same mechanism as already described under “Solution 3: "null-NRI"/"null-MMEGI" based redirection during Attach and TAU” for the RAU/TAU that happens at the end of such a handover procedure.

Proposed TR update:
5.2.1.2.2.2
Solution 3: "null-NRI"/"null-MMEGI" based redirection after handover
This procedure is for the case of a handover from e non-DECOR area of the network to the DECOR area. Such handovers use the default CN as the handover target.
The node from the default CN performs a complete unmodified handover until the TAU/RAU. The TAU/RAU that happens at the end of the handover is performed as described under “5.2.1.1.1.2.3 Solution 3: "null-NRI"/"null-MMEGI" based redirection during Attach and TAU”. Within that procedure, if the PGW can be maintained, this causes the UE at the next idle period when it detects that it is not updated for the (non-broadcast) RA/TA to perform RAU/TAU with a node from the dedicated CN. If the PGW can be maintained, at the next RAU/TAU the UE is rejected with “re-attach required”, which causes a reattach with the node from the dedicated CN.
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