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-- FIRST CHANGE --
4.5.1.1.2.1
General

The following information can be contained in the authorisation info that is provided by the ProSe Function to the UE for authorisation of using ProSe Direct Discovery and ProSe Direct Communication in a particular PLMN.









-- NEXT CHANGE --
4.5.1.1.2.3.1
General

The content of clause 4.5.1.1.2.3 is applicable to ProSe-enabled Public Safety UEs only.

Clause 3 provides the definition of a ProSe-enabled Public Safety UE. To comply with international and national regulations, the HPLMN shall endeavour to ensure that the UE only uses the specific Public Safety capabilities in territories in which the HPLMN is authorised to permit such rights to the UE.
For Public Safety usage the operator may pre-configure ProSe-enabled Public Safety UEs with the required provisioning parameters for ProSe Direct Discovery and ProSe Direct Communication, without the need for the ProSe-enabled Public Safety UEs to connect to the ProSe Function to get this initial configuration. The following apply:

-
The provisioning parameters for ProSe Direct Discovery and ProSe Direct Communication may be configured in the UICC, in the ME, or in both the UICC and the ME.

-
The UICC shall indicate whether the UE is authorized to use provisioning parameters.
-
ProSe Direct Discovery and ProSe Direct Communication shall be accessible only when a USIM authorized for ProSe Direct Discovery and ProSe Direct Communication is selected.

-
The ME provisioning parameters shall not be erased when a USIM is deselected or replaced.

-
If both the USIM and the ME contain the same set of provisioning parameters, the set of parameters from the UICC shall take precedence.

-
While a UE is being served by E-UTRAN and the UE intends to use the radio resources (frequency bands etc) operated by the serving E-UTRAN cell for ProSe, then the UE shall use the radio resource description indicated by the E-UTRAN cell the UE is camping on and ignore any radio resource description of the same radio resource provisioned in the ME or the UICC.

NOTE 1:
It is possible for a UE to use other radio resources for ProSe than those operated by the serving E-UTRAN cell, when provisioned in the UE, even if the UE is camping on this cell where it receives normal service and the ProSe SIB indicates that the service (discovery or communication or both) is available. This is to cover the scenario when e.g. the radio resources used for ProSe Direct Communication are not owned by the serving network of the cell being camped on.
NOTE 2:
The UE can only use ProSe Direct Discovery and ProSe Direct Communication when it contains a UICC that has been configured for ProSe i.e. the selected USIM indicates that the UE is authorized to use the  provisioning parameters for ProSe.
-- END OF CHANGES --













































































































































































































































































































































































































































































































































































































































