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	Reason for change:
	In SA2#105, SA2 received an incoming LS from RAN2 (S2-143424) questioning whether a group is associated with a priority, and if so, how the UE becomes aware of this priority.

Considering that:

· Although the Stage-2 hints at some priority support, it is clear that so far no detailed thinking about how this would be realised has been done. We think it is too late to have this discussion now for Rel-12, given that e.g. RAN2 ASN.1 (except for ASN.1 error correction) has to be finalised in this quarter.
· In offline discussions, it is clear that majority of priority related requirements will be based on MCPTT, which is a Rel-13 WID.
Therefore we propose to remove the incorrect statement from the Rel-12 Stage-2. The situation can be re-examined for Rel-13.

	
	

	Summary of change:
	Priority handling characteristic for One-to-many ProSe Direct Communication has been removed in Rel-12.
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	Unnecessary characteristic is still in Stage 2 specification thus may cause stage 3 ambiguity (this is inconsistent with other stage 3 specification).
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* * * * Start of Change * * * *
5.4.1
One-to-many ProSe Direct Communication general

One-to-many ProSe Direct Communication   is applicable only to ProSe-enabled Public Safety UEs  and when authorised, can apply when the UE is served by E-UTRAN and when the UE is outside of E-UTRA coverage.

One-to-many ProSe Direct Communication   has the following characteristics:

-
One-to-many ProSe Direct Communication is connectionless. Thus there is no signalling over PC5 control plane.

-
There is no QoS support.
-
There is no support for priority handling.
-
The radio layer provides a user plane communication service for transmission of IP packets between UEs engaged in direct communication.

-
Members of a group share a secret from which a group security key may be derived to encrypt all user data for that group.

-
Authorisation for one-to-many ProSe Direct Communication is configured in the UE by the ProSe Function using PC3 reference point.

-
ProSe UE configuration parameters (e.g. including ProSe Group IP multicast addresses, ProSe Group IDs, Group security material, radio related parameters) are configured in the UE.

* * * * End of Change * * * *
