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1. Overall Description:

SA2 has reached the interim conclusion that “Group message delivery using MBMS” is adopted as the solution for message delivery to a group of UEs. The purpose of the “Message delivery to group of devices” is to efficiently distribute the same message (e.g. a trigger request) to those members of a group that are located in a particular geographical area on request from the Services Capability Server/Application Server (SCS/AS). This solution is expected to be available without any impact to the current MBMS architecture in terms of RAN. Also, this solution is only applicable to MBMS capable UEs and SA2 already took this into account when selecting the solution. 
However, during discussions, it was also concluded that MBMS solution has limited applicability and does not support all the scenarios e.g. for Rel-12/Rel-13 low complexity UEs it may not be possible or efficient to use MBMS for group message delivery. Therefore, if possible, SA2 kindly ask RAN1/2 and GERAN to take this information into account for their work and provide any feedback to SA2 on need for efficient solution for group message delivery for low complexity (or new narrowband) UEs. .
2. Actions:

To RAN1, RAN2, GERAN:
ACTION: 
Please take the above information into account and kindly provide any feedback.
3. Date of Next SA WG2 Meetings:

SA WG2#108
13-17 April, 2015
 - 

Cabo, Mexico
SA WG2#109
25-29 May, 2015
 - 

Fukuoka, Japan
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