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Abstract of the contribution: This contribution proposes to update the existing solutions in TR23.789 to allow different alternatives for reporting number of UEs in certain geographic area.
Discussion

In TR23.879, some methods have been capatured in the MME based / GMLCS based monitoring solution , to support reporting the number of UEs in certain geographic area. For the HSS based monitoring solution, it doesn’t address how to support this monitoring event. This contribution introduces other possibility to update the HSS based solution to support this monitoring event.
Updates to HSS based solution:
The HSS has the acknowledge of which SGSN/MME is currently registered. Based on the relationship between the serving nodes and network locations (e.g. Cell/RA/TA list), it is not difficult for the HSS to filter out the target SGSNs/MMEs, so as to request each SGSN/MME to report the number of UEs and UE locations.
The SCEF, when requested by the third party AS to report the number of UEs that locate in a geographic area, mapps the geographic area to a list of network locations (e.g. Cell/RA/TA list) based on local configuration, and sends request the HSS to collect the number of UEs and UE locations in the indicated area. The HSS finds the appripriate serving nodes and requests each serving to report the number of UEs and UE locations. Based on the response from the HSS, the SCEF calculates the number of UEs in the indicated area and sends it back to the third party AS.

Change to MME based solution:
In the MME based solution, for support this monitoring event, the SCEF filters out a list of SGSN/MME based on the local mapping between the geograpic area and the SGSNs/MMEs. However, the SCEF cannot confirm all SGSNs/MMEs in the list are currently in woking (e.g. some SGSN/MME may be switched off due to error or maintainance). An alaternative for the SCEF to filter out the serving SGSNs/MMEs is to query the HSS to retrieve the current registered SGSN/MME in the scope of indicated area.
Proposal

It is proposed to update TR23.789 to adopt the following changes. 

********************************************* BEGIN OF CHANGES ***************************************************
6.1.1.4
Specific Monitoring Event handling

Using Sh interface, which is designed for providing Application Servers with HSS based or HSS accessible information, the full set of information that is defined for Sh becomes available for monitoring via HSS when Sh accessible information is exposed by the SCEF. This includes already "UE Reachability" as well as various other status information, like MM and SM status or also location information (with granularity: node, registration area, cell, RAT, time zone) and that with or without paging the UE for determining the information.

Additional, not yet supported monitoring events are described in the following.

Monitoring Event: Change of the association between the ME and the UICC

This event is configured in the HSS. Attach and other procedures today already transfer any changed IMEI-SV to the HSS, to some extent depending on activation of other features like ADD. This functionality is new only for the HSS. The HSS compares the received IMEI-SV with the stored IMEI-SV and reports any difference towards the SCS/AS that subscribed to that information.

As an action it may be configured in HSS that only the stored IMEI-SV is permitted to receive services from the network. Any registration request from a UE with a different IMEI-SV gets rejected by the HSS.

Monitoring Event: Loss of connectivity

For the "loss of connectivity" the serving MME/SGSN notifies the HSS when it is no longer possible to establish signalling between the UE and the network. The HSS notifies the SCS/AS. When subscribing to this event the SCS/AS may provide a time period value after which "loss of connectivity" shall be detected. It is up to operator's policy to determine what time values are acceptable. This time period value should be considered by the network as it determines the periodic RAU/TAU timers for the UE

NOTE:
The network should ensure that the periodic RAU/TAU timers for the UE remain above lower bound values both for preserving the battery of the UE and for managing the signalling load of the network.
Monitoring Event: Indication of roaming status

This event is subscribed at the HSS, and the event reporting condition may be per starting/stopping roaming, per serving PLMN change or per roaming country change. Attach and other mobility management procedures already transfer location update notification to HSS, and HSS can identify the roaming status from the serving PLMN ID. Event reporting is triggering by the requested condition. The HSS reports the notification (i.e. Roaming/No roaming, the serving PLMN ID, roamed to country) to the SCEF.

In addition to the event condition to report when roaming starts/stops, the serving PLMN or the visited country changes, the monitoring request also indicates whether continuous reporting or a limited number of reports is requested. A request for a single report is assumed to deliver immediately the current status, like also any other request delivers as the first event report the current status that is then the basis for any subsequent reports of changes.




6.1.2
Impacts on existing nodes and functionality
The SCEF will need to:

-
use, for example, the Sh interface with enhancements, such as subscribing to and receiving notifications for subscribed events, resolution of external identifier(s) to internal identifiers used by the 3GPP system, etc.

The HSS will need to:

-
act basically unchanged for handling events or status queries that the HSS already supports. For example, UE reachability and various other status information is already offered via Sh.

-
The HSS needs to implement the new subscription related events when any new events are identified and agreed as being added to the set of already supported events.

Other entities like SGSN/MME and SGW/PGW/GGSN will need to:

-
act basically unchanged for handling events or status queries that the entities already supports.
-
implement new event monitoring and reporting actions when new events are identified and agreed as being added to the set of already supported events.

6.1.3
Solution Evaluation

Benefits:

-
Session and subscription based monitoring are offered with efficient reuse of already existing monitoring functionality.

-
Control of access to that monitoring functionality is performed by the SCEF, not adding this to HSS functionality.

Drawbacks:

Increases performance needs for involved network entities, e.g. increases signalling traffic and storage needs in HSS.

************************************************* NEXT CHANGES *****************************************************
6.3.1.4
Specific Monitoring Event Handling

Monitoring Event: Loss of connectivity

Stage-1 requirement has specified in TS 22.368 [2] that "Loss of connectivity" means it is no longer possible to establish signalling between the MTC Device and the network. Loss of connectivity event could be configured at serving SGSN/MME. When the mobile reachable timer expires at serving SGSN/MME "Loss of connectivity" event is detected and reported directly to SCEF via new interface.

Loss of connectivity may be assumed as a rather rare event so HSS based or option A is preferable. This allows also for keeping such a events subscription permanently for re-installing, e.g. after a potential detach. Event reports both options may send directly to the SCEF.

Monitoring Event: UE reachability

MME receives an indication regarding UE reachability, e.g. an Attach Request message from the UE or MME receive an indication from S-GW that UE has handed over to non-3GPP coverage. MME can provide this information to HSS if it has registered for UE reachability notification. Involvement of HSS to provide this information to SCEF will be inefficient and will increase HSS load. MME can provide this information to SCEF directly especially if this is frequent event.

For UE using power saving mode, the serving nodes may report when UE become active. The SCEF reports to SCS/AS, which may use this, for example, as a trigger for sending data to the UE. When subscribing to this event, the service requestor indicates whether single or continuous reporting is wanted.

HSS based = option A may be preferable for single events and when those are not re-requested too frequently. For continuous reporting of UE reachability, e.g. the regular reachability periods of a UE using PSM, option A may send reports directly to the address for reports. For frequent reporting re-request option B may be used, which may cache HSS provided information and thereby lower HSS signalling.

Monitoring Event: Location Reporting

The serving node reports when the UE is active in new cell. The SCEF maps that cell to a geo-location and reports to the requestor. When subscribing to location events the service requestor may indicate the required location accuracy. If it allows for RA/TA or cell level tracking, the SCEF select this mechanism here. If only a single event report is requested, the HSS (option A) may just inquire the serving MME/SGSN. For continuous reporting/tracking of location with cell granularity option A may be used with reporting directly to SCEF.
Monitoring Event: Reporting the number of UEs present in a geographic area

The SCEF, when requested to report the UEs that locate in a geographic area, maps the geographic area to a list of cells and/or RAs/TAs and identifies the MMEs/SGSNs serving them. The SCEF requests those MMEs/SGSNs via a direct new interface (option B) to count the UEs in these cells and/or RAs/TAs. 
If the list contains cells, the MMEs/SGSNs page in these cells to identify the UEs that are not already connected. For the already connected UEs the MMEs/SGSNs needs to query the RAN to receive the UE's current cell. The MMEs/SGSNs report the counting result to the SCEF. The SCEF combines the reports from all involved MMEs/SGSNs and reports the total sum to the SCS/AS.
Alternatively (option A), the SCEF forwards the request to the HSS, to report the number of UEs in a geographic area, along with the SCS/AS identity and Monitoring Event ID. The list of MMEs/SGSNs serving the geographic area is also passed to the HSS. Alternatively, the HSS maps the geographic area to a list of cells and/or RSs/TAs and identifies the MMEs/SGSNs serving them. 
The HSS requests those MMEs/SGSNs to count the UEs in these cells and/or RAs/TAs. Similar to the procedures for option B above, the MMEs/SGSNs perform paging in the indicated cells or query the RAN, as needed, to get a count of the UEs. The MMEs/SGSNs report the counting result to the HSS or to the SCEF, if the identity of the target SCEF was passed to the MMEs/SGSNs by the HSS. The HSS or the SCEF, depending on the entity receiving the result from MMEs/SGSNs, combines the reports from all involved MMEs/SGSNs and the sum is reported to the SCS/AS via the SCEF.
Editor's note:
The MME/SGSN actions when paging is not successful for a UE are FFS.
Editor's note:
The usage of the paging for identifying/verifying the current cell of a UE may create a high signalling load, especially for UTRAN cells with many UEs camping on.
The SCS/AS may request to report only the number of MTC devices to reduce the counting to that type of UE.
Monitoring Event: Reporting the number of Group Members present in a geographic area
For option B, the SCEF, when requested to report the Group Members that locate in a geographic area, maps the geographic area to a list of cells and/or RAs/TAs and identifies the MMEs/SGSNs serving them. 
In addition, the SCEF maps the group identifier (External-Group-ID) received in the monitoring request from SCS/AS to the list of group members (Internal-IDs/IMSIs) from the group membership information cached at the SCEF. In case such information is not cached at the SCEF and group membership information is configured at the HSS, the SCEF requests the HSS to map the External-Group-IDs (e.g. MSISDNs) to associated group members (Internal-IDs/IMSIs).
The SCEF then requests those MMEs/SGSNs via a direct new interface to report the 'identity' of the UEs in these cells and/or RAs/TAs. Similar to the procedures for 'reporting the number of UEs present in a geographic area', the MMEs/SGSNs perform paging in the indicated cells or query the RAN, as needed, to get a identity of the UEs. As a difference from the procedure for 'reporting the number of UEs present in a geographic area', the MMEs/SGSNs report the 'identity' of the UEs in their respective serving areas, and not just the count of such UEs. The MMEs/SGSNs report such information to the SCEF from which the SCEF determines the group members belonging to the External-Group-ID. The SCEF combines the count from all involved MMEs/SGSNs and reports the total sum to the SCS/AS. 
NOTE x: Only the count, not the identity of the group members is reported to the SCS/AS. 
For option A, the SCEF, when requested to report the Group Members that locate in a geographic area, forwards the request to the HSS. Monitoring Event ID is included in such request. The list of MMEs/SGSNs serving the geographic area is also passed to the HSS. Alternatively, the HSS maps the geographic area to a list of cells and/or RSs/TAs and identifies the MMEs/SGSNs serving them. 
If group membership information is cached at the SCEF, the identity of the group members (Internal IDs/External-IDs) can also be included in the request. In case such information is not cached at the SCEF and the group membership information is configured at the HSS, External-Group-ID is included in the request, which is mapped to the associated group members (Internal-IDs/IMSIs) by the HSS.

The HSS then requests the MMEs/SGSNs to identity the UEs in these cells and/or RAs/TAs. Similar to the procedures for option B above, the MMEs/SGSNs perform paging in the indicated cells or query the RAN, as needed, to get a identity of the UEs. The MMEs/SGSNs report such information to the HSS or to the SCEF, if the identity of the target SCEF was passed to the MMEs/SGSNs by the HSS. The HSS or the SCEF, depending on the entity receiving the result from the MMEs/SGSNs, determines the group members belonging to the External-Group-ID. The total count from all involved MMEs/SGSNs is reported to the SCS/AS via the SCEF.
NOTE y: Only the count, not the identity of the group members is reported to the SCS/AS. 

************************************************ END OF CHANGES ***************************************************
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