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Introduction
TR 23.713 section 7.2.4 includes the topics FFS for the prose UE-to-Network relay. This paper attempts to address these.

Discussion

Let us consider the topics in order of appearance:

-
It is FFS whether the TMGI advertisement by the UE-to-Network relay happens by using Direct Communications one to many using a shared ProSe Layer 2 ID to all UEs the UE-to-Network relay serves; or using a ProSe Layer 2 ID dedicated for a specific application layer group related to the TMGI; or whether the TMGI advertisement happens using discovery signalling.

It is assumed that the TMGI advertisement should be based on a ProSe Direct 1:M communication using a well known address (potentially the broadcast address) by all PS devices that may request TMGI monitoring. The main reason we believe this makes sense is that the application in the Remote UE would not drive TMGI monitoring request unless it had quite good likelihood eMBMS broadcast of content was indeed available in the area serving the ProSe UE-to-Network Relay AND the Remote UE was not actively engaged in Public safety communications, which would anyhow require monitoring the communication resources. In turn this means that since the UEs interested in TMGI advertisements are actively engaged in unicast communications and potentially out of coverage communications with devices that are not connected to the network, there is no perceived power gain to put the ability to listen to ProSe Direct 1:M communication broadcasted by the Prose UE to Network Relay on hold. 
-
It is FFS whether the messages used by the remote UE to request a UE-to-Network relay to monitor a certain TMGI are at the access stratum or non-access stratum layer.

This should follow the same approach as we will adopt for the procedures used for the establishment of one to one communications, which will be in section 7.1. In fact these are currently blank, when we will know the answer to that we should align here.

-
 It is FFS whether a security association between the UE and the UE-to Network relay is per UE or per ProSe Application Group.

This is an SA3 topic.

-
It is FFS if the IP Address preservation is supported when the Remote UE moves out of the ProSe UE-Network Relay coverage
This is assuming the UE moves from ProSe UE to Network relay coverage to network coverage (the case of the UE moving out of coverage of network is also as much if not more likely). The issue here seems to have two aspects:

1. Which IP address are we supposed to preserve?

Looks like the preservation of IP address is related to the address the ProSe UE to Network Relay assigns to the Remote UE as the assumption is the UE normally is out of network coverage when it resorts to selecting the relay. Furthermore, it is assumed that the preservation is related to the UE moving to a network (the preservation in out of coverage case is potentially moot as the source IP address for out of network coverage should be used for out of network coverage communications).

2. Do we want to engage in delivering IP address preservation in rel-13 bearing in mind that the UE is just as likely to move out of coverage as it is to be in coverage?

Taking a closer look to the issue, since there is a good chance that the UE loses connectivity to the ProSe UE to Network Relay and cannot gain access to any network, the ability to deliver continuity with a e.g. <50% probability should be debated if it implies significant implementation efforts.In fact one of the reasons why the ProSe UE to Network Relay is useful is that there is otherwise no coverage in the Remote UE location. So, given the amount of other topics we need to contend with, we believe this should be a topic for further discussion in a future release.
-
It is FFS whether for IPv4 the Prose UE-to-Network relay will have to implement NAT functionality.

It should be assumed that NAT has to be implemented in case of IPv4 as there is no concept of IP address pool delegation supported by the EPS and therefore the ProSe UE to Network Relay has to hand out Private IP addresses.
-
It is FFS whether and how the EPC is aware of the remote UE’s presence (e.g. for the purpose of authorisation, QoS, LI, etc.) in absence of direct NAS signalling connection between the Remote UE and the MME.
It is our view the EPS is not aware of which Remote UE's are behind the  ProSe UE to Network Relay as there is no need of interaction with the network.
· It is FFS how a ProSe UE-to-Network Relay performs priority handling of Remote UEs.
This should be part of the One-to-One link negotiation and renegotiation between the Remote UE and the ProSe UE to Network Relay. However discussion of this topic is dependent on reolving the issue of D2D communciations prioritization.
Conclusion

On the basis of the considerations expressed here above, we would like to suggest the following changes:
#######START of CHANGES#######

7.2
Solution for ProSe UE-Network Relays

Editor’s note:
This clause is intended to document the agreed architecture solution for ProSe UE-Network Relays.
7.2.1
Functional Description
7.2.1.1 
General

The UE-to-Network Relay function will be specified based upon an evolution of the ProSe functionality already documented in TS 23.303 [3].

7.2.1.2
Unicast relaying

The ProSe UE-to-Network Relay function includes support for the relay of unicast traffic (UL and DL) between Remote UEs that are not served by E-UTRAN and the network. The ProSe UE-to-Network Relay provides generic L3 forwarding function that can relay any type of IP traffic that is relevant for public safety communication. The ProSe UE-Network Relay is a Layer-3 relay (Figure 7.2.1.2-1).
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Figure 7.2.1.2-1: ProSe UE-to-Network Relay

The One-to-One Communication between Remote UE and ProSe UE-Network Relay is described in clause 7.1.

7.2.1.3 
eMBMS relay support

The UE-to-Network Relay function will include support for the relay of eMBMS to Remote UEs served by the UE-to-Network Relay. This functionality allows for the relaying of eMBMS traffic related to specific TMGIs as requested by served Remote UEs. As part of this functionality:

· The UE-to-Network Relay shall advertise to all attached UEs over a well known Prose Direct 1:M communications group the availability of specific TMGIs when this has been requested by served Remote UEs.

· UEs that request the relay to advertise the availability of a certain TMGI and to relay the related traffic need to keep alive a soft state in the Relay so that the relay can continue to perform TMGI monitoring and the related traffic forwarding. When this soft state is not kept alive for a given TMGI, the UE-to-Network Relay stops advertising availability of the TMGI and stops the relaying of the related eMBMS traffic.

· The UE-to-Network Relay shall send the eMBMS traffic over a one to many direct communication link to the Remote UEs, using as a destination Layer 2 address a ProSe Layer 2 Group ID which will have been previously provided by the relay to the Remote UEs. 

· The ProSe UE–to-Network Relay does not terminate eMBMS or higher layer security procedures used to secure the media transmitted over the eMBMS bearers. The UE-to-Network Relay just transparently transfers, over the PC5 one-to-many link, the traffic it receives.

7.2.1.4 
Support of ECGI announcement

Some applications require the knowledge of the ECGI of the cell serving the UE e.g. to perform counting of UEs served by the same cell. 

For the purpose of these applications, when a UE is behind a ProSe UE-to-Network relay (so it is a Remote UE for this ProSe UE-to-Network relay), the serving cell of this Remote UE is the cell serving the ProSe UE-to-Network relay. So, the announcement of the ECGI by a ProSe UE-to-Network relay allows Remote UEs served by a ProSe UE-to-Network relay to receive the value of the ECGI of the cell serving the ProSe UE-to-Network relay. This enables the reporting of this ECGI for these applications.

An example of an application requirement may be the dynamic activation of eMBMS in the cell where the ProSe UE-to-Network relay is camping, if there is a sufficient number of devices behind the ProSe UE-to-Network  relay, in order to avoid e.g. unicast distribution of multiple application streams of the same content in unicast mode to different devices under the same ProSe UE-to-Network  relay (note that aggregation of unicast streams at an agent in the ProSe UE-to-Network relay is not possible when the relay is behaving as Layer 3 device).  

The ECGI obtained by a relay should be used by applications that can handle it appropriately (e.g. impact on location service relaying on ECGI should be understood and alternate location methods may be more appropriate in certain domain of application). So, it is application dependent whether the ECGI obtained by a relay can be used or not and how the application reports it to the server (i.e. whether an explicit indication is needed this is obtained by a relay, or not).

Editor's Note: This feature needs to be supported if the dynamic activation of eMBMS content distribution based on application layer ECGI reporting is supported in Rel-13. The interaction between the dynamic establishment of eMBMS based on application layer ECGI reporting and any potential RAN-level counting needs to be studied as part of the work on dynamic activation of eMBMS content distribution based on application layer ECGI reporting.
7.2.2
Procedures

Editor’s note:
Describes the high-level operation, procedures and information flows for the solution.
7.2.2.1 
Relay Discovery and one-to-one communication establishment

The ProSe UE-Network Relay may attach to the network (if not already attached) and establish a PDN connection that can be used for relaying of traffic to/from Remote UEs.
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Figure 7.2.2-1: Call flow for ProSe UE-Network Relay

1.
The ProSe UE-Network Relay performs initial E-UTRAN Attach (if not already attached) and/or establishes a PDN connection for relaying (if no appropriate PDN connection for this relaying exists). In case of IPv6, the ProSe UE-Network Relay obtains IPv6 prefix via prefix delegation function from the network as defined in TS 23.401 [7].

2.
The Remote UE performs discovery of a ProSe UE-Network Relay using Model A or Model B discovery. The details of this procedure are described in clause 6.

3.
The Remote UE selects a ProSe UE-Network Relay and establishes a connection for One-to-One Communication. The details of this procedure are described in clause 7.1.

NOTE 1: Whether the authentication of the Remote UE involves the EPC will be decided by SA3.

4.
When IPv6 is used on PC5 the Remote UE performs IPv6 Stateless Address auto-configuration, the Remote UE shall send a Router Solicitation message (step 4a) to the network using as Destination Layer-2 ID the Layer-2 ID of the Relay in order to solicit a Router Advertisement message (step 4b) as specified in IETF RFC 4862 [6]. The Router Advertisement messages shall contain the assigned IPv6 prefix. After the Remote UE receives the Router Advertisement message, it constructs a full IPv6 address via IPv6 Stateless Address auto-configuration in accordance with IETF RFC 4862 [6]. However, the Remote UE shall not use any identifiers defined in TS 23.003 [8] as the basis for generating the interface identifier. For privacy, the Remote UE may change the interface identifier used to generate the full IPv6 address, as defined in TS 23.221 [9] without involving the network. The Remote UE shall use the auto-configured IPv6 address while sending packets.

5.
When IPv4 is used on PC5 the Remote UE uses DHCPv4 [10]. The Remote UE shall send DHCPv4 Discovery (step 5a) message using as Destination Layer-2 ID the Layer-2 ID of the Relay. The ProSe UE-Network Relay acting as a DHCPv4 Server sends the DHCPv4 Offer (step 5b) with the assigned Remote UE IPv4 address. When the Remote UE receives the lease offer, it sends a DHCP REQUEST message containing the received IPv4 address (step 5c). The ProSe UE-Network Relay acting as DHCPv4 server sends a DHCPACK message to the Remote UE (step 5d) including the lease duration and any other configuration information that the client might have requested. On receiving the DHCPACK message, the Remote UE completes the TCP/IP configuration process.

NOTE 2:
The DHCPv4 client may skip the DHCPv4 Discovery phase, and send DHCPv4 Request message in broadcast as the first message in accordance with the DHCPv4 renewal process.
7.2.2.2  
TMGI advertisement and eMBMS traffic relay
The following procedure illustrated in Figure 7.2.2.2-1 here below is used by a ProSe-enabled Public safety UE to request a ProSe UE-to-Network relay to start monitoring a specific TMGI availability and that the ProSe UE-to-Network relay broadcasts this TMGI on a broadcast channel when it is detected on the MCCH of the serving cell. The eMBMS traffic related to this TMGI, if available, is also forwarded to the remote UE's served by the relay over a one-to-many link identified by a specific ProSe Layer-2 Group ID provided by the Relay when the procedure is executed.
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Figure 7.2.2.2-1: TMGI monitoring request procedure
1) The UE has successfully discovered the ProSe UE to Network Relay and has obtained (perhaps after a one to one communication sessions with the relay) from a Group communication application a TMGI the UE should use to receive related eMBMS content. The UE obtains the TMGI it is interested in either by static configuration or by interaction with the Group Communication Application. This interaction can happen before or after the UE has joined the relay.

2) The UE sends to the ProSe UE-to-Network relay a TMGI Monitoring Request(TMGI) where TMGI is the value obtained at step 1.

3) The ProSe UE-to-Network relay acknowledges receipt of the request in step 2 with a TMGI Monitoring Response( ProSe Layer 2 Group ID_traffic, TMGI_Monitoring_Refresh Timer). The ProSe Layer 2 Group ID_traffic is used to forward to Remote UEs the eMBMS content related to the TMGI value received at step 2. The TMGI_Monitoring_Refresh Timer (configurable in the ProSe UE to network relay) is provided to the UE so that when this timer elapses the UE shall execute the TMGI monitoring request procedure if it still needs to monitor the TMGI. If a UE does not execute the TMGI Monitoring Request procedure when this TMGI_Monitoring_Refresh Timer expires in the UE and no other UE in executes the refresh procedure for this TMGI, then when  the TMGI_Monitoring_Refresh Timer for the TMGI expires in the relay, the relay shall stop monitoring the TMGI and also to forward any related content if it was doing so.

4) The ProSe UE-to-Network Relay detects the TMGI it has been requested to monitor

5) Upon detection of the TMGI, the ProSe UE-to-Network relay broadcasts availability of the TMGI by sending a TMGI Announcement(TMGI) message over a 1:M communications well known address. This is repeated with a configurable (in the ProSe UE to Network Relay) repetition interval which should normally be smaller than the TMGI_Monitoring_Refresh Timer. The value of the TMGI may be used by devices discovering the UE-to-Network relay as a preference criterion for Relay selection, if they are interested in the TMGI the relay is advertising.

6) The UE detects the announcement of step 5 and subsequently starts to receive the broadcast content on the PC5 ProSe one-to-many link associated to the Prose Layer-2 Group ID_traffic defined at step 3, and may release unicast distribution leg if any was being used.

7) Upon detection of loss of TMGI, the ProSe UE-to-Network relay stops broadcasting availability of the TMGI. It may also (optionally) send a positive indication of loss of TMGI so as to accelerate loss of TMGI detection in the UE (not shown in the procedure). The UE may request a unicast distribution leg from the GCSE AS

8) The UE stops receiving the broadcast content on the PC5 ProSe one-to-many signalling link associated to the Prose Group Layer-2 ID_traffic defined at step 3.

NOTE 1: the relative ordering between step 7 and 8 may be dependent on when the eMBMS content becomes unavailable in the cell.

7.2.2.3
Cell ID announcement procedure

The following procedure outlined in figure 7.2.2.3-1 allows an authorized public safety UE, based on application requirements outside the scope of the present procedure, to request a ProSe UE-to-Network Relay to announce the EUTRAN Cell Global ID (ECGI) of the Cell serving the ProSe UE-to-Network Relay.

[image: image4.emf]Remote 

UE

ProSe UE-to-

NW Relay

Network Application

1. the UE discovers a relay and an application requires serving cell ECGI reporting even behind a relay

2. Cell ID Announcement Request ()

3. Cell ID Announcement Response ( ECGI_Announcement_Request_Refresh Timer)

5. The ProSe UE-to-Network 

Relay detects ECGI of a new cell 

it is camping on

4. Cell ID Announcement (ECGI)

6. Cell ID Announcement (ECGI)


Figure 7.2.2.3-1: Cell ID announcement request procedure
1)  A UE has discovered a ProSe UE-to-Network relay and an application requires serving cell ECGI reporting even when it is behind a relay (i.e. the application benefits from this value even if it is the value of the cell serving the relay and not the UE directly). 

2)  The UE sends to the ProSe UE-to-Network relay a Cell ID Announcement Request() to support the needs of such application

3)  The ProSe UE-to-Network relay acknowledges receipt of the request in step 2 with a Cell ID Announcement Request (ECGI_Announcement_Request_Refresh Timer). The ECGI_Announcement_Request_Refresh Timer,  (configurable in the ProSe UE to network relay) is provided to the UE so that when this timer elapses the UE shall repeat the Cell ID Announcement Request procedure if it still needs obtain the ECGI. If a UE does not execute the Cell ID Announcement Request procedure when this ECGI_Announcement_Request_Refresh Timer expires and no other UE request ECGI announcement before the ECGI_Announcement_Request_Refresh timer expires in the UE-to-Network relay, then the relay shall stop announcing the ECGI of the serving cell.

4)  The ProSe UE-to-Network Relay announces the ECGI of the serving cell by sending a Cell ID Announcement (ECGI) on a broadcast channel. This is repeated periodically with a configurable frequency (normally Higher than the one related to the ECGI_Announcement_Request_Refresh Timer) until there is no UE requesting to announce the ECGI as determined by the ECGI_Announcement_Request_Refresh Timer running in the ProSe UE-to-Network relay.

5)  The ProSe UE-to-Network Relay may at any time detect the ECGI of a new serving cell it is happening to be camping on

6)  Step 5 triggers the ProSe UE-to-Network Relay to announce the ECGI of the serving cell immediately and repeat it periodically with a configurable frequency as in step 4 until there is no UE requesting to announce the ECGI as determined by the ECGI_Announcement_Request_Refresh Timer running in the ProSe UE-to-Network relay.

7.2.3
Impact on Existing Entities and Interfaces

Editor's note:
Impacts on existing nodes or functionality will be added.
7.2.4 
Topics for further study for ProSe UE-Network Relays

The following issues need to be resolved:

-

-
It is FFS whether the messages used by the remote UE to request a UE-to-Network relay to monitor a certain TMGI are at the access stratum or non-access stratum layer.

-
 It is FFS whether a security association between the UE and the UE-to Network relay is per UE or per ProSe Application Group.

Resolution: this is in scope of SA3.
-
It is FFS if the IP Address preservation is supported when the Remote UE moves out of the ProSe UE-Network Relay coverage
-
It is FFS whether for IPv4 the Prose UE-to-Network relay will have to implement NAT functionality.

- Resolution: NAT shall be supported by Relays supporting IPv4.
-
It is FFS whether and how the EPC is aware of the remote UE’s presence (e.g. for the purpose of authorisation, QoS, LI, etc.) in absence of direct NAS signalling connection between the Remote UE and the MME.
-  
It is FFS how a ProSe UE-to-Network Relay performs priority handling of Remote UEs as part of the broader topic on how to handle priority for ProSe communications in general
######END of CHANGES#######
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