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START CHANGES

4
Issues
4.1
Issues for Idle Mode DRX
Editor’s Note: This clause will list impacts for Idle Mode DRX cycle extension from Core Network perspective.
Issue 1: 

-
Support NAS-protocol extensions to enable extended DRX cycle. There needs to be coordination between UE and Core Network (SGSN/MME) for use of extended DRX.
Issue 2:
-
Paging strategy in CN that fits the needs of the extended DRX cycle and normal DRX cycle.

Issue 3:
-
Handling of MT SMS and MT location services, e.g. avoiding retransmissions for long DRX cycles.

Issue 4:
-
Impact in S/P-GW retransmissions when handling Network originated control plane procedure.

Issue 5:
-
Handling of Mobile Terminated Data. 

NOTE: Alignment of concluded solutions in this TR with those concluded in TR 23.709 will be considered. 
Issue 6:
- 
Handling MME restart 
4.2
Issues for Connected Mode DRX

Editor’s Note: This clause will list impacts for Connected Mode DRX cycle extension from Core Network perspective.
Issue 1: 

-
How SGSN/MME is aware of GERAN/RAN enabling extended C-DRX, particularly for long DRX values.

NOTE: This is strictly not an issue by itself, but it is assumed to be needed as a starting point for the other issues listed in this section.
Issue 2:
-
Handling NAS retransmissions timers for DRX values longer than the currently specified values.

Issue 3:
-
Handling of MT SMS and MT location services, e.g. avoiding retransmissions for long DRX cycles.
Issue 4:
-
Impact in S/P-GW retransmissions when handling Network originated control plane procedure.
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