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 6.1.4.1.3 Procedures

The procedures in this section work for both roaming and non-roaming scenarios. 

In all procedures described below, PCRF is responsible for initiating SCTCF session establishment/termination/modification.

6.X.1.2.1 SCTCF Session Establishment during IP-CAN Session Establishment
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Figure 1: SCTCF Session Establishment during IP-CAN Session Establishment

Steps 1-7 are same with steps 1-7 in section 7.2 of TS 23.203.

8. PCRF sends SCTCF Session Establishment Request to SCTCF including the SSC rules.

9. SCTCF installs the received SSC rules and responds with SCTCF Session Establishment Acknowledge.

Following steps are same with steps 8-17 in section 7.2 of TS 23.203.

6.X.1.2.2 SCTCF Session Termination

6.X.1.2.2.1 SCTCF Session Termination during UE Initiated IP-CAN Session Termination
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Figure 2: SCTCF Session Termination during UE Initiated IP-CAN Session Termination

Steps 1-8 are same with steps 1-8 in section 7.3.1 of TS 23.203.

9. PCRF sends SCTCF Session Termination Request to SCTCF.

10. SCTCF removes the received SSC rules and responds with SCTCF Session Termination Acknowledge.

Following steps are same with steps 9-19 in section 7.3.1 of TS 23.203.

6.X.1.2.2.2 SCTCF Session Termination during PCEF Initiated IP-CAN Session Termination
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Figure 3: SCTCF Session Termination during PCEF Initiated IP-CAN Session Termination

Steps 1-10 are same with steps 1-10 in section 7.3.2 of TS 23.203.

11. PCRF sends SCTCF Session Termination Request to SCTCF.

12. SCTCF removes the received SSC rules and responds with SCTCF Session Termination Acknowledge.

Following steps are same with steps 11-20 in section 7.3.1 of TS 23.203.

6.X.1.2.3 SCTCF Session Modification

6.X.1.2.3.1 SCTCF Session Modification during PCEF Initiated IP-CAN Session Modification
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Figure 4: SCTCF Session Modification during PCEF Initiated IP-CAN Session Modification

Steps 1-10 are same with steps 1-10 in section 7.4 of TS 23.203.

11. PCRF sends Modify SSC Rules Request to SCTCF.

12. SCTCF updates the modified SSC rules and responds with Modify SSC Rules Acknowledge.

Following steps are same with steps 11-20 in section 7.4 of TS 23.203.

6.X.1.2.3.2 SCTCF Session Modification during PCRF Initiated IP-CAN Session Modification
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Figure 5: SCTCF Session Modification during PCRF Initiated IP-CAN Session Modification

Steps 1-8 are same with steps 1-8 in section 7.5 of TS 23.203.

9. PCRF sends Modify SSC Rules Request to SCTCF.

10. SCTCF updates the modified SSC rules and responds with Modify SSC Rules Acknowledge.

Following steps are same with steps 9-18 in section 7.5 of TS 23.203.

NOTE: SCTCF is on control plane only, there is no way for SCTCF to detect the service traffic and trigger the session modification procedure.

* * * End of Change * * * *
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