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1. Overall Description:

SA2 thanks CT1 for the LS (S2-150708/C1-150880) on the request for clarification regarding change of Power Saving Mode parameters.
SA2 would like to answer on the question raised by CT WG1 as follows.
Question 1: Does the above requirement allow the UE to initiate tracking area procedure or Routing area procedure immediately when the UE wants to change the Active time value or Periodic TAU/RAU timer even when PSM is activated?
Answer 1: Yes. The UE is allowed to perform TAU/RAU when the UE wants to activate/deactivate Power Saving Mode and change Parameters (i.e. Active Time value and Periodic TAU/RAU timer value) for Power Saving Mode.
Question 2: If the answer to question 1 is “yes”, should the UE be limited to the number of times it can request a new Active time value after having received the Active Time from the network so signalling storm is avoided?
Answer 2: SA2 understands that limiting those behaviours is up to stage 3 decision. However, SA2 believes that the normal UE behaviour will not address signalling storms.
2. Actions:

To CT1:
ACTION: 
SA2 kindly asks CT1 to take the above answers into account.
3. Date of Next SA WG2 Meetings:

SA WG2#109
25-29 May, 2015
 Fukuoka, Japan

SA WG2#110
6-10 Jul, 2015
 Dubrovnik, Croatia
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