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* * * * Start of Change * * * *
5.5.3
UE registration for ProSe
To obtain ProSe service a ProSe-enabled UE needs to register with the ProSe Function.

Depicted in Figure 5.5.3-1 is the procedure for UE registration for ProSe.
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Figure 5.5.3-1: UE registration for ProSe
1.
To select ProSe Function A, UE A constructs an FQDN using the serving PLMN ID and relies on DNS translation to obtain the IP address of ProSe Function A. UE A registers with ProSe Function A by sending a UE Registration Request (IMSI, [WLLID_A]) message.


If UE A intends to use EPC support for WLAN direct discovery and communication and if it uses a permanent WLAN Link Layer ID, the message also includes UE A's permanent WLAN Link Layer ID (WLLID_A). Alternatively, the UE may obtain a temporary WLAN Link Layer ID from the ProSe Function as part of the Proximity Request procedure.

2.
ProSe Function A may interact with the HSS in order to authenticate the user, obtain the user's profile and check whether the user is authorised and allows location reporting for ProSe. Alternatively, all user settings related to authentication, authorisation and user consent for ProSe may be configured locally in ProSe Function A, in which case the interaction with the HSS is not needed.

3.
ProSe Function A generates an EPC ProSe User ID for the authorized UE A (EPUID_A), stores the EPUID_A together with user's IMSI and responds to UE A by sending a UE Registration Response (EPUID_A) message.

* * * * End of Change * * 
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