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+ + + + + + + + + + + + + + + 1st CHANGE + + + + + + + + + + + + + + + 
4a.29
Specific entities to facilitate communications with packet data networks and applications

4a.29.x
Service Capability Exposure Function (SCEF)
The Service Capability Exposure Function (SCEF) is a functional entity that provides a means to securely expose the services and capabilities provided by 3GPP network interfaces. 
The functional description of the SCEF is in TS 23.682 [132].
+ + + + + + + + + + + + + + + 2nd CHANGE + + + + + + + + + + + + + + + 
6a.16
Specific reference points for facilitating communications with packet data networks and applications

6a.16.x
Reference point between the HSS and the SCEF (S6t reference point)

The S6t reference point is defined between the SCEF and the HSS. It provides general access to the capabilities and data of the HSS from the SCEF, including configuration and reporting of specific monitoring events.

The details for this reference point are described in TS 23.682 [132].

6a.16.y
Reference point between the MME and the SCEF (T6a reference point)

The T6a reference point is defined between the SCEF and the MME. It provides general access to the capabilities of the MME from the SCEF, including configuration and reporting of specific monitoring events.

The details for this reference point are described in TS 23.682 [132].
6a.16.z
Reference point between the SGSN and the SCEF (T6b reference point)

The T6b reference points is defined between the SCEF and the SGSN. It provides general access to the capabilities of the SGSN from the SCEF, including configuration and reporting of specific monitoring events.

The details for this reference point are described in TS 23.682 [132].
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