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1. Overall Description:

3GPP SA4 would like to thank CT1 for their CR on IMS-WebRTC following SA4 communication from SA4#82.

SA4 noted the following editor’s note on 3GPP TS 24.371 v12.1.0:

For UE Data Formats specification:

Editor’s note (WID:IMS-WebRTC, CR#0003): Specifications to be referenced for media related requirements relating to specific codecs, if any, to be supported by a UE supporting WebRTC access to the IMS via IP-CAN other than GPRS IP-CAN and other than EPS IP-CAN, will be determined by SA4.

And for eP-CSCF Data Formats specification:

Editor’s note (WID:IMS-WebRTC, CR#0003): Specifications to be referenced for media related requirements relating to specific codecs, if any, to be supported by a eP-CSCF supporting WebRTC access to the IMS via IP-CAN other than GPRS IP-CAN and other than EPS IP-CAN, will be determined by SA4.

Following up on this, SA4 would like to highlight that 3GPP TS 26.114 scope reads as follows:

The present document describes two client types:

-     An MTSI client in terminal which uses a 3GPP access (LTE, HSPA, or EGPRS) to connect to the IMS. These clients are described in Clauses 5 – 17 and Annexes A – M.

-     An MTSI client in terminal which uses a fixed access (corded interface, fixed-wireless interface, e.g. Wi-Fi, Bluetooth or DECT/NG DECT) to connect to the IMS. These clients are described in Clause 18.

Assuming a WLAN connected to EPC (TS 24.229 Annex R), handover is defined between EPS (E-UTRAN+EPC) and WLAN connected to EPC, hence WLAN connected to EPC should be considered a 3GPP access and the GPRS/EPS codecs should apply to WLAN connected to EPC as well. 

Also, codecs for fixed access are specified in clause 18 of TS 26.114 via reference to ETSI TS 181 005 (ETSI TS 181 005, v3.3.1: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Service and Capability Requirements".). Such reference to clause 18 can be used for recommended codecs of WebRTC IMS over fixed access. In particular, AMR, AMR-WB, EVS, G.711 and H.264 are recommended.
2. Actions:

To 3GPP CT1 group.

ACTION: 
3GPP SA4 asks 3GPP CT1 to consider adding appropriate codec references to TS 26.114 for WLAN connected to EPC access and for fixed access.
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