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1. Overall Description:

SA WG2 thanks SA WG4 for their LS on TR 26.924 Study on improved end to end QoS handling. 

SA WG2 has reviewed the version of the TR 26.924 v.1.2.0, in particular the version with change marks and would like to comment on the following proposed solutions:

Potential solution B, C, D and E explain that both adding new bandwidth modifiers in SDP and existing operator policies may co-exist as follows:  “It should be noted that this does not prevent using operator policies, even if the operator policies would use different bandwidths than indicated in the SDP offer. However, in this case, it would be beneficial to modify the SDP offer before forwarding it to the next network so that the bandwidth information in the SDP offer is aligned with the selected QoS parameters.”
Comment: 

According to 23.228, the P-CSCF may contact the PCRF in the SDP offer in some specific scenarios, e.g. to request network provided location information within the INVITE as described in TS 23.228 clause R.2. If the number of scenarios is extended, the assumption is that TS 23.238 will need to be updated to describe it.
Potential solution on Bitrate variations defines a time period “T” that is used by both entities generating media e.g. codecs and entities monitoring media e.g. policing functions to calculate the average bitrate. It is also discussed that the time period T could be made dependant on the QCI and thus media or service specific.
Comment: 
SA2 suggestion would be to define the time period T per media or service in SA4 specifications as this is specific for MTSI and then the standardized QCI characteristics described in table 6.1.7 in 23.203 can include a reference to the relevant SA4 specifications to describe the time period T used to calculate the average bitrate. 
2. Actions:

To SA4.

ACTION: 
SA2 kindly asks SA4 to take the comments given above into consideration and provide feedback if needed.
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