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1. Discussion 

1. Void
2. Proposal

To add following text  (revision marks) in the TR 23.771

1st change

6.7
Solution 7 for key issue #3: UPLI to OMA server (fallback use case)

There may be scenarios where there are no other visible WLAN APs or where the serving network does not have location information (or reliable or accurate location information) configured for other visible WLAN APs and where there are no visible cells (or no visible macro cells associated with reliable preconfigured location information).

The solution partly overcomes this limitation would be for a UE to provide the most recently visible cell ID or the most recent serving cell ID – e.g. by including a second PANI header in a SIP INVITE containing the cell ID. 

-
This may be included for all emergency call requests since a UE will not know in advance whether location information for the serving/associated WLAN AP MAC address is or is not configured in the serving network. 

-
The serving network (e.g. the LRF or E-CSCF) can still know that the call originates from a WLAN AP and not from a cellular access type from the presence of a PANI containing a WLAN AP MAC address which may be defined to be present if and only if a UE is accessing a WLAN AP. 

-
Possibly a time value or “age” for the last visible cell ID can be included as well although this will impact the PANI syntax.

Editor’s Note:  
The age information may be needed for the PSAP determination / PSAP dispatch to know whether the Cell-Id can or cannot be leveraged. 

This solution needs not impact stage 3 signalling (if an “age” value is not included) except for adding a second PANI header in a SIP INVITE.
Next change

8.1
Conclusions for phase 1


The Key Issue 6 is not be considered in phase 1.

There is no support of emergency services over TWAN in phase 1. There is no support of LRF retrieval of WLAN location information  in phase 1.

Solution X: “Overall procedure” is endorsed as the baseline for normative work on phase 1 of the Support of Emergency services over WLAN together with following other solutions:

· “Solution 3 for key issue #3: UPLI via SIP for untrusted WLAN”
·  “Solution 7 for key issue #3: UPLI to OMA server (fallback use case)”, endorsing the transfer of a Cell-Id Age in UPLI
· “Base Solution to Key issue 3: Handling of UE multiple provided location information”
· Solution X: Location Information Included in SIP Register 

· 
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